


Waynesville-St. Robert Regional Airport  Reconstruct Parallel Taxiway,  
Wind Cone & Fuel Access Road 

  Addendum 1 

 2  

4. Underdrains will be 6” per the pay item and specifications. 
 

5. Only Tree stumps can be incinerated. Trees and brush can not be burned 
 

6. Top and bottom rails are required on the fence. 
 

7. Pull Posts will be installed at every corner and at gates per the fence and gate detail sheets. 
 

8. The Bidder’s Statement of Qualifications must be turned in within 48 hours after bid opening. 
 
 
CRAWFORD, MURPHY & TILLY, INC. 
This Addendum consists of 3 pages plus 28 revised plan sheets and a fax transmittal sheet. 
 
 
             
  Signed       Date 
  (Contractor)    
 
Contractor to sign and date this Addendum #1 to acknowledge receipt.  This signed Addendum must be 
included with the submitted Bid Package. 
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FAX TRASMITTAL 
 

To:  Crawford, Murphy & Tilly, Inc 
Attention: Tom Morris 
Re:  Addendum #1 
Fax 314.436.0723 
 
From:  
 (name)           
 
 (company)           
 
Date: 
             
 
 
To verify that all contractors are in receipt of this addendum, Contractors are asked to sign and date this 
acknowledgement sheet.  The Contractor should fax or mail to Crawford, Murphy, & Tilly, Inc. at the 
number listed below by May 7, 2018. 
 
 
Crawford, Murphy, & Tilly, Inc. 
One Memorial Drive, Suite 500 
Saint Louis, Missouri 63102 
 
Fax:    (314) 436-0723 
Phone: (314) 436-5500 
 
 
BY:   CRAWFORD, MURPHY, & TILLY, INC. 









WAYNESVILLE – ST. ROBERT REGIONAL AIRPORT AT FORNEY FIELD 
 CONSTRUCT PARALLEL TAXIWAY, WINDCONE & FUEL ACCESS ROAD 
 MODOT PROJECT 17-057B-1 

L-125 Airport Lighting Systems L-125-13a 

 
It is acceptable for one common ground rod to serve as the required equipment ground for all the cans 
within the can plaza provided they are all linked together by a common ground wire attached to the 
exterior lug on each can.  A second ground rod connected to the counterpoise wire is required at the 
termination point of all duct banks. This is a separate system and should not be connected to the 
equipment ground system or the individual cans. 
 

METHOD OF MEASUREMENT 

125-4.1  New Taxiway Lights, new LED Airfield Guidance Signs and unlit fuel roadway sign array will 
be measured by the number of each type installed as completed units in place, ready for operation, and 
accepted by the Engineer. 
 
125-4.2 Airport light removal will be measured by the number of each type removed, backfilled, restored 
and accepted by the Engineer. 
 

BASIS OF PAYMENT 

125-5.1 Payment will be made at the Contract unit price for each complete taxiway light, airfield 
guidance sign and fuel road sign array installed by the Contractor and accepted by the Engineer.  Payment 
will be made at the Contract unit price for each complete edge light removal by the Contractor and 
accepted by the Engineer.  This payment will be full compensation for furnishing all materials and for all 
preparation, assembly, and installation of these materials, and for all labor, equipment, tools and 
incidentals necessary to complete this item. 
 
Payment will be made under: 
 
L-125-5.1 New Base Mounted LED Taxiway Edge Light in Turf Shoulder – per each 
 
L-125-5.2 Remove Existing Light – per each 
 
L-125-5.3 New LED Airfield Hold Sign – per each 
 
L-125-5.4 New LED Airfield Guidance Sign – per each 
 
L-125-5.5 Unlighted Fuel Road Sign Array – per each 
 

 
MATERIAL REQUIREMENTS 

 
AC 150/5345-5 Circuit Selector Switch 
 
AC 150/5345-26 L-823 Plug and Receptacle, Cable Connectors 

END ITEM L-125     
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