
 
 
 
 
 
  
 
 
 
 
 

 

Missouri Department of Transportation 
Patrick K. McKenna, Director 

1.888.ASK MODOT (275.6636) 

               ADDENDUM 001 
Request for Bid 

Iberia Maintenance Building Siding  
and Reroof Project  
RFB 9-160714KH 

 
Bidders should acknowledge receipt of Addendum 001 (ONE) by signing and 
including it with the original bid. The due date for receipt of bids has not changed by 
this Addendum; the due date is July 14, 2016 2:00 PM Central Time. Accordingly, 
the following clarifications, and or additional information, are believed to be of general 
interest to all potential bidders.  All other terms and conditions remain unchanged and 
in full force. 
 

Name and Title of Signer 
(Print or type) 
 
 
 
 

Name and Title of Department Authority
 
Kristi Hixson 
General Services Senior Specialist 

Contractor/Offeror Signature 
 
 
___________________________________
(Signature of person authorized to sign) 

Department of Transportation  
 
Kristi Hixson 
___________________________________ 
(Authorizing Signature) 

Date Signed:   Date Signed:7/7/2016  
 

Plan Sheet: 
 
 
Sheet 2 Contractor Note N ADD - To be coordinated with MoDOT. 
 
Sheet 2 Contractor Note Q Remove existing overhead door weather seal, place prefinished 

steel sheet stock to finished floor at the garage door jambs and 
head over replaced treated 2x’s wrapped in building wrap.  
Provide and secure all new white PVC weather seal on all 
sides over steel stock trim (typical). 

    
   Replace white with color to be picked by owner 
 
 

 
 



 

 
Contractor must use tapcon screws to adhere girts to CMU block and stainless steel tapcon 
screws to adhere girts to CMU block on treated lumber. 
 
Contractor must coordinate with MoDOT to relocate small shed on right elevation side of 
building.  Will be relocated by MoDOT. 
 
MoDOT will pull out propane line from CMU blocks. 
 
Contractor to provide and install additional downspout in middle of rear elevation. 
 
Contractor to provide concrete splash block for each downspout on rear elevation.  Total of 3 
splash blocks. 
 
Contractor must install metal siding to the lowest mortar joint at grade. 
 
 
 
  

 

 


