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GENERAL NOTES:

THE CONDUIT OF THE CABLE-CONDUIT SHALL BE CUT AWAY
FROM THE CABLES WHERE THEY ENTER THE RIGID CONDUIT
INSIDE A CONCRETE BARRIER OR STRUCTURE.

NOTES:

CD SEE DRAWING 902.20 FOR PULL BOXES.

o CONDUIT MAY BE REMOVED FROM CABLES
IN RIGID CONDUIT. SPLICES SHALL
NOT BE MADE UNLESS SHOWN ON PLANS.

CD BRAND AND MODEL OF FUSE HOLDER
SHALL BE APPROVED BY THE ENGINEER.

GD CABLES SHALL BE CONTINUOUS TO THE
FIRST LIGHT POLE. SPLICES SHALL
NOT BEMADE FOR THE PURPOSE OF
TERMINATING CABLE-CONDUIT.

RIGID CONDUIT UNDER PAVEMENT

CABLE-CONDUIT
OR
RIGID CONDUIT

GUARD RAIL
END TREATMENT
(ANY TYPE)

OUTSIDE EDGE
OF SHOULDER

CABLE-CONDUIT
OR RIGID CONDUI
(AS SPECIFIED)

PLAN
BEHIND GUARD RAIL

GUARD RAIL
END TREATMENT
(ANY TYPE)

EDGE OF TRAVELED WAY

CABLE -CONDU IT
OR
RIG I0 CONDU IT


