








SEE OTHER DRAWINGS. 55}
PANEL BOLT LOCATION S B t JEELE L\, / /| SIGN MOUNTING DETAILS

* EXTRUDED ALUMINUM PANEL.

BELOW THE PRIMARY SIGN IF
SECONDARY SIGN IS NOT
ATTACHED TO THE MAIN
SIGN POSTS.

1F A SEAL 1S PRESENT ON THIS SHEET [T HAS BEEN ELECTRONICALLY SEALED AND DATED.

IEET
B X 3
SLOTTED HOLES
S0 3 x &”M ”b
5 ALUMINUM HEX HEAD. !
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o ; £ ; fy Y L A T POST CLIPS AND BOLTS. SEE POST CLIP DETAIL. THE
am e ¥ i ¥ 2 A V= PV A SHANK OF THE POST CLIP BOLT SHALL FIT TIGHTLY
el ; ; ; o ; T & PANEL AGAINST THE POST FLANGE AFTER THE LOCKNUTS
I ' ' ' it ' i — BOLTS ARE TORQUED. LOCKNUTS ON THE POST CLIP BOLTS
L ! ! ! ! L ! . [ ; SHALL BE TORQUED TO 225 INCH-POUNDS WHEN USING
S = ; 8 1 Jh— B == 37 ALUMINUM DRY. CLEAN, UNLUBRICATED THREADS
[ | | | | [l | . i H . 1-BEAM
— T T T T T 7 : ' ! (ASTM B308)
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i I FOR GENERAL NOTES. SEE SHEET 1 OF 15
il 24 24" 24" 24" ; . MISSOURI HIGHWAYS AND TRANSPORTATION
W TYe. ) (TYP.) (TYP.) (TYP.) i | 12" (TYPo DOT COMMISSION
31 W 105 WEST CAPITOL
I I JEFFERSON CITY., MO 65102
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ROUND PIPE POST FOR GROUND MOUNTED SIGNS
POST BOLT WASHER BASE CONNECTION DATA TABLE (IN.)
DIA [LENGTHTORQUE| OD | 1D [THIC
o sizs el o] T
' IN. IN. IN./LB.| IN. IN. IN.
2‘5 | ] | Il I I 9 I
3| 33 | 140 (15 |'"2| 5 | 6w 9 T Y32 1 T
El EEA IEZEN ) R I IR I A I I
ROUND PIPE POST AND FOOTING DATA TABLE
NOM. WEIGHT STUB FOOTING |CONCRETE
S1z LENGTH
CIN.)[LBS/FT|LBS/IN DIA.| DEPTH C.Y.
24 | 5.79 | 0.a8 | 4= 35" [ 127 | 4a~6” | 0.13
3 7.58 0.63 | 4'= 33" | 12" | 4-6" 0.13
4 10.79| 0.90 | 5'— 34" [ 18" | 5-6" 0.36
€ HIGH STRENGTH BOLT
(SEE “BOLT DATA” IN TABLE)
|
" o

2 GALVANIZED FLAT
WASHERS

Eﬂ. E = (EACH LOCATION)

iT

BOLT RETAINER

S

ks i i i
= I i n/l=l -
2o ! HH il AL 23
Hla =y s T 3=
ElE | &z
4 W | =
oy i Sk
FINISHED | ! cls
GRADE 21 !
|
w i
S T S
ROGG Y, J— RN
RN ~— N~
]

TOP OF FOOTING, WITH FINISHED
FLAT GRADE. SEE “FODTING DETAIL”
FOR FOOTINGS ON SLOPES.

ELEVATION
(STEEL PIPE POST BASE CONNECTION)

MULTI-DIRECTION SLIP BASE

BOLT RETAINER

SHEET METAL BOLT RETAINER CUT FROM

30 GUAGE GALVANIZED SHEET METAL. PLACE
BETWEEN BASE PLATES. SIZE VARIES TO
FIT PLATE. BOLT HOLES SHALL BE "
LARGER THAN REQUIRED BOLT SIZE.

FINISHED FINISH .
GRADE FLAT W3
= =~
5 $ FINISH FLUSH
< — T
&l T
] [ IR
—|= Ph N
a1~ P~ ciass B x|
o s OR B1 A|&
o|® Pl CONCRETE 4|32
I h %»i(
[T ="
DRILLED FOQTING—] ] =l
K4 el 5.‘g§> 8|2
~ [
* ‘27 \5 7
$ N
7 2
SRR
WELD STEEL BAR
27X 17X 6
DIAMETER | ON BOTTOM OF PIPE
(SEE TABLE)

FOOTING DETAIL

>k PIPE 3” DIA. AND UNDER:
2" MAXIMUM [N ROCK.
PIPE OVER 3" DIA.;
3' MAXIMUM I[N ROCK

PLAN VIEW

ROLLED CRIMP TO ENGAGE PIPE 0.D.

MAX.

PIPE 0.D.-.025"

1" MIN.

30
2

1

PIPE 0.D.+.025"

FRICTION CAP

GENERAL NOTE:
FOR GENERAL NOTES. SEE SHEET 1 OF 15.

FOR MOUNTING HEIGHT AND OFFSET DETAILS. SEE
STANDARD PLANS SHEET 10 OF 15.

MISSOURI HIGHWAYS AND TRANSPORTATION
DOT COMMISSION

105 WEST CAPITOL
JEFFERSON CITY, MO 65102
1-888-ASK-MODOT (1-888-275-6636)
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POST INSTALLATION
DETAILS

Toin, & PIPE POST
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SIGNED, SEALED AND_ DATED
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it Il

CLIPS

3" WIDE PIPE POST CLAMPS

A////,,//’”/*(ALUMINUM EXTRUDED)

GALVANIZED ROUND PDSTAA/;gbd

PROFILE VIEW

STAINLESS STEEL

= 5/16" X 2"
EM RIB
o ]
2=
O
< HARDWAR
o
[m]
L}
S
.l
S
a= POST
. CLIPS
% ::::::::5£ *

CLAMP

ASTM B 308, 6061-T6
OR 6063-T6 ALUMINUM
ALLOY EXTRUSIGONS.

LOCKNUT

E

WASHERS

CLAMP_TYPE SIGN SUPPORT
FOR PIPE POST

FLAT SHEET\\\\\‘

WIDTH OF PIPE POST CLAMP

SIGN TYPE MINIMUM “A”
FLAT 147
STRUCTURAL 3"

14" WIDE PIPE POST CLAMPS
CALUMINUM FLAT SHEET)

GALVANIZED ROUND PDSTAA///'<:>\\,

PROFILE VIEW

SIGN FACE
el

GALVANIZED
ROUND POST

PLAN VIEW

12" EXTRUSION
PANEL

SIGN FACE
e

GALVANIZED
ROUND POST

PLAN VIEW

MOUNTING DETAILS FOR EXTRUDED PANELS
ON PIPE POST

VIEW SHOWING ENDS OF
STRAP. CLAMPED IN SEAL

STRAP SEAL

50 F

2 x STAINLESS STEEL

HEX HEAD ALL THREAD

3 0.0, x &

THICK STEEL WASHER

37 0.D. x & THICK

PLASTIC FIBER WASHER

SIGN

STAINLESS STEEL BRACKET MATERIAL

%" STAINLESS

" 18-NC TAPPED HOLE [N CENTER

50

3" x .025" STAINLESS
STEEL STRAP MATERIAL

FLARED LEG SIGN BRACKET

MOUNTING DETAILS FOR FLAT SHEET SIGNS
ON ROUND STRUCTURES >4” PIPE POST

MOUNTING DETAILS
FOR FLAT SHEET ON PIPE POST

GENERAL NOTES:
FOR GENERAL NOTES. SHEET 1 OF 15.

FOR MOUNTING HEIGHT AND OFFSET DETAILS, SEE
SHEET 10 OF 15

1F A SEAL 1S PRESENT ON THIS SHEET [T HAS BEEN ELECTRONICALLY SEALED AND DATED.

MISSOURI HIGHWAYS AND TRANSPORTATION
COMMISSION

105 WEST CAPITOL

JEFFERSON CITY, MO 65102
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SIGN MOUNTING DETAILS
PIPE POST
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12 GAUGE
ANCHOR

PSST g‘D

3 CORNER BOLT AND NUT
ANCHOR BOLT DETAL FOR 2" PSST

BREAKAWAY
fDEVICE

2.5" + 2.25" POST COMPRISED OF A 23" PSST
POST WITH A 2.25” PIECE OF PSST INSERTED
INSIDE TO INCREASE POST CAPACITY. USE AS
INDICATED BY POST SELECTION CHARTS

H

ANCHOR TUBE SHALL BE 7 GUAGE

1/2" X 4 1/2"GALVANIZED MECHANICAL N
FASTENERS SHALL BE USED TO ATTACH o

BASED ON
POST SIZE
y SEE 7 GAUGE
i ANCHOR DETAILS

MINIMUM 1 CORNER BOLT REQUIRED

T GAUGE

3 3.5"
ANCHOR

"

SHOULDER BOLT AND NUT
BOLT DETAIL FOR
2"+ 2.5" PS

2.5" AND . ST
2 SHOULDER BOLTS REQUIRED

INSTALLED PERPENDICULAR TO EACH OTHER

ANCHOR BOLT DETAIL

THE ANCHOR SHOULD BE A MAXIMUM OF
2.5"” ABOVE THE GROUND LEVEL

L

Ao

!

277

36"

12 GAUGE
ANCHOR INSTALLATION DETAIL

12 GAUGE

4" MAX

BREAKAWAY

<

WHEN BREAKAWAY DEVICES ARE REQUIRED
THE PORTION FIXED TO THE GROUND ANCHOR
SHALL BE NO HIGHER THAN 4” ABOVE THE
FINISHED GRADE.

H DEVICE T‘

2.25" PSST INSERT

MUST RUN FROM THE
<——BREAKAWAY UP A
MINIMUM QOF 6’

N Y BREAKAWAYS DEVICE
M R————— A WAYS REQUIRED
T REGARDLESS OF THE

GROUND NUMBER OF POST

BREAKAWAY DETAILS
2.5" 4+ 2.25" POST DETAIL

ANCHOR SHALL BE HOT DIPPED GALVANIZED -
AFTER FABRICATION PER SECTION 1080

CFo  |al
ANCHOR TO BARRIER WALL — ;F
SHOULDER BOLTS SHALL BE USED TQ o )
ATTACH PSST POST TO ANCHOR s
(SEE STANDARD PLAN 903.03) Sl *(P e

BASED ON

POST SIZE

SEE 7 GAUGE
ANCHOR DETAILS

BARRIER WALL
MOUNTING DETAIL

THE ANCHOR SHOULD BE A MAXIMUM OF 2 pssT
2.5” ABOVE THE GROUND LEVEL .
. T T NS
L 1 S EI-GN]
1 [2] [z Y ! ! POST AND ANCHOR DATA TABLE
f f ; ; - ANCHOR BREAKAWAY NEEDED
© I ! NORMAL OR OMNI-DIRECTIONAL [ NUMBER OF POSTS
—Jr/\A— GUAGE SIZE GUAGE SI1ZE 1 2 3
5 5 T\/f L 12 | 2,257 x 2.25” x 36" oD | NO NO | YES
" et I I 12 2"x2 0 0 7
| | 7% | 2.57 x 2.5 X 36”7 0D NO NO | YES
! ! 12 2.5"x2.5" 7% 3" X 3" X 36" 0D NO | YES | YES
2.5" 12 [(2.5"x2.5")+(2.25"%x2.25")| T * 37 X 3" X 36" 0D YES | YES | YES
~ BOLT HOLE DIAVETER — T3 % TO BE USED WITH CONCRETE FOOTINGS OR IS AN OPTION IN ROCK SOIL CONDITIONS
—u E— - 2 PER SIGN ON ALL 4 SIDES
7 GAUGE GENERAL NOTES:

TOP OF FODTING.
FLUSH WITH FINISHED

OMNI-DIRECTIONAL ANCHOR DETAIL
FOR BOTH 12 AND 7 GAUGE

7 GAUGE ANCHOR
FABRICATION DETAIL

POST SHALL EXTEND A MINIMUM OF
5/6” BELOW THE TGP OF THE
FOUNDATION TUBE

FOR GENERAL NOTES. SEE SHEET 1 OF 15.
FOR MOUNTING HEIGHT AND OFFSET DETAILS.

SHEET 10 OF 15.

SEE

ALL BREAKAWAY DEVICES USED GON AN
SHALL BE CERTIFIED NCHRP 350 COMPLIANT.

INSTALLATION

1F A SEAL 1S PRESENT ON THIS SHEET [T HAS BEEN ELECTRONICALLY SEALED AND DATED.

GRADE :
N = = ]
o L] ~—2.5" MAX 48" FOOTINGS MAY BE USED WITH 12 GAUGE OR
— o T T_GAUGE ANCHORS.
. ‘ ) 5.5 BAG EQUIVALENT
° - ,;/CDNCRETE MIX. MAX IMUM DOT MISSOURI HIGHWAYS AND TRANgZ?‘ﬂg;:gn
L. . ENEE 2.5" SLUMP (STIFF ENOUGH 105 WEST CAPLTOL
" w s .4 TO SUPPORT TUBE WITHOUT JEFFERSON CITY, MO 65102
. BRACING) 1-888-ASK-MODOT (1-888-275-6636)
z | “,~A¥7 GAUGE ANCHOR \\Q‘t‘\\c\;\ﬁf'ﬁf.{{;’o@,/
Sl S e Z
J00r oAy POST INSTALLATION
I AT DETAILS
T .z %%&f‘*\'\",\{jf PERFORATED SQUARE
37 CLEAN — “ RS STEEL TUBE (PSST)
AGGREGATE 127 MIN SONED, SEAED AND, DATED
BRI
CONCRETE FOOTING DETAIL DATE EFFECTIVE:  04/01/2017 SHEET NO.
DATE PREPARED: 1/30/2017 903003BK 7 OF 15

REV.




PSST ~
POST CLIP ~]

o
O
O
U-— CHANN>

3 LBS/FT

POST CLIP

PSST

POST CLIP

/SIGN FACE

/ SIGN FACE

T-BOLT

—

POST CLIP METHOD

T-BOLT

PROFILE

PLAN

EXTRUDED PANEL MOUNTING DETAIL

/SIGN FACE

T-BOLT METHOD

/ SIGN FACE

NOTE:

3” - 16 U.N.C.

2A THD. 3
LOCKNUT
T - -
I [ ‘l\ \” Il il \HH\”HIH“H’ J
25/64
x .

SQUARE BOLT HEAD SHOWN MAY BE REPLACED WITH
RECTANGULAR BOLT HEAD WITH THE NARROW DIMENSION
EQUAL TO .641".

NOTES:

Y 1.D. x 1”7 0.D-
031"

BOLT - 13 x 3 ALUMINUM
BOLT — 3% x 3 ALUMINUM
HEX LOCKNUT - #” ALUMINUM
WASHER — ALUMINUM

T-BOLT DETAIL

— ALUMINUM BOLTS SHALL BE ASTM B 211, 2024-T4 DR 6061-T6

— ALUMINUM FLAT WASHERS SHALL BE ASTM B 208, ALCLAD 2024-T4 OR 2024-T4

— ALUMINUM LOCK NUTS (NYLON INSERT)

GENERAL NOTES:

SHALL BE ASTM B 211 OR 2017-T4

FOR THE GENERAL NOTES. SEE SHEET 1 OF 15.

FOR MOUNTING HEIGHT AND OFFSET DETAILS. SEE
SHEET 10 OF 15.

FOR POST CLIP DETAILS. SEE SHEET ? OF 15.

ALTERNATE PSST
BE ON APPROVED

MOUNTING HARDWARE USE SHALL
LIST

1F A SEAL 1S PRESENT ON THIS SHEET [T HAS BEEN ELECTRONICALLY SEALED AND DATED.

T0

NUMBER OF BOLTS TO
ATTACH STEEL CHANNEL
PSST POST

SIGN HEIGHT |NO. OF BOLTS PER
PSST POST USED
1 2
2’ 3
3’ 4
4’ 5
5’ 6
6’ 7
v 8

DOT

MISSOURI HIGHWAYS AND TRANSPORTATION
COMMISSION

105 WEST CAPITOL
JEFFERSON CITY, MO 65102
1-888-ASK-MODOT (1-888-275-6636)

T,
w 0,
o OF Mg,

. ‘44
%7’/ AL R \\\\

N
//mm\\\\\\

SONED, SEAED AND, DATED
‘ELEGTRONKGALLY.

SIGN MOUNTING DETAILS

PERFORATED SQUARE
STEEL TUBE (PSST)

DATE EFFECTIVE:
DATE PREPARED:

SHEET NO.

8 OF 15

0470172017
1/30/2017

903.03BK




MOUNT SIGN
ON THIS FACE

OF POST

GROUND
L INE

FOUR " GALVANIZED
ASTM A 449 BOLTS,
AND WASHERS

=

18"

4” X 4" WooD POST - NO SLOTS OR HOLES REQUIRED

4” X 6" WOOD POST — 13" X %” SLOT ON 6” SIDE OR
11" DIA. HOLE ON 6” SIDE
6” X 6" WOOD POST — 2" X 4" SLOT OR 2" DIA. HOLE

SLOT ACROSS NEUTRAL AXIS FORMED BY SUCCESSIVE
DRILLING WITH 3" BIT

’//r*SIGN FACE

12" EXTRUSIGON—=
PANEL

POST CLIPW\ Tl

@ IN LIEU OF A THROUGH BOLT. A 2"
LAG SCREW EQUAL IN LENGTH TO THREE

NUTS

3.0 LB./FT. CHANNEL POST SECTION
TO BE APPROXIMATELY EQUAL TO THE
SIGN HEIGHT ONLY TO PROVIDE FOR
NECESSARY POST CLIPS

\\\74u X 4"

/S < QUARTERS OF THE MAX. PDST THICKNESS
MAY BE USED.
> & pasT BoLTs (1)
W\//Q NUMBER OF BOLTS TO
\\// = ATTACH STEEL CHANNEL
z 70 WOOD PQST
GROUND SIGN HELGHT |NO. OF BOLTS PER PLAN VIEW
CINE 3, WOOD POST USED
v 2 MOUNTING DETAILS FOR EXTRUDED
‘ 2’ 3 PANELS ON wOOD POST
3 4
wWOoaD POST DETAIL e =
5 6
6' 7
‘ - s GENERAL NOTES:
> @/ FOR GENERAL NOTES. SEE SHEET 1 OF 15.
. . ALL POSTS SHALL BE EMBEDDED A MINIMUM OF 3 FEET
. INTO THE GROUND.
. AL . USE OF SPLICE IS OPTIONAL.
. 1 .
. TN & ™ . SPLICE OVERLAP SHALL BE POSITION ENTIRELY BETWEEN
. D\REUN ST 005" . GROUND LINE AND 18" ABOVE GROUND LINE.
° s} ce °
. Q\A,\\S R . ONLY ONE SPLICE WILL BE ALLOWED PER POST.
. . ° FOR POST SIZING SEE ENGINEERING POLICY GUIDE.
: - = :
. - . FOR MOUNTING HEIGHT AND OFFSET DETAILS. SEE
. In s . SHEET 10 OF 15.
. : 5 i . AT THE ENGINEER DISCRETION A FLUORESCENT PAINT
. . = < . POST TYPE SHALL BE APPLIED HEAVILY TO BOTH SIDES OF U-CHANNEL
° . JPR i ° POST STUB FOR A LENGTH OF AT LEAST 6 INCHES BELOW
° & Pt o : SIGN AREA U—CHANNEL WooD THE TOP OF STUB.
K o ~llers 8 X PROUND MISSOURI HIGHWAYS AND TRANSPORTATION
o] U E e <10 1 - 3.0 LB./FTF 14" X 4% DOT COMMISSION
Sl L s >0 e |2 -soworn] TOITTN 1-oss-s S e S0
7 TR RO TR = ~888-ASK- ~888-275~
SR SR | = NN >16 <24 |2 - 3.0 B./FT.| 2 -4" X 6" e,
o o =z el o =z Sse O Mgy,
o i = P noo= > 24 <30 |3 - 3.0 LB./FT. 2 - 4" X 8" 5'\‘7”5.’&@ 2~
oo hE oo > 30 < 50 N/A 2 -6"Xx86" s, mem 5 SIGN MOUNTING DETAILS
el tel i e S WooD AND
Ll e % SIGNS GREATER THAN 4 FEET IN WIDTH REQUIRE TWO ) O
fe POSTS. EXCEPT DIAMOND SHAPED WARNING SIGNS. ///fff’,m\&ﬁ\\\ U-CHANNEL POST
YIELD STGNS. AND ONE WAY SIGNS. i i e
e
USCHANNEL POST DETAIL POST SIZE REQUIREMENTS
OPTIONAL INSTALLATION owte rreraneo:_vaozor. | 903.03BK | g oF 15

1F A SEAL 1S PRESENT ON THIS SHEET [T HAS BEEN ELECTRONICALLY SEALED AND DATED.




RURAL
URBAN

5
7

M1 12’
FROM JFAVEL LANE —»f
FROM SHOULDER

/) 7
///////

EDGE OF TRAVEL LANE
OR SHOULDER

ONE POST — SINGLE SIGN

MINIMUM 5°

GROUND

7y/

* BASED ON PLANS AND
FIELD CONDITIONS

T0 8’ *

/) 7
7

77

foo oF TmvEL

CHEVRON SIGN

/

GROUND

7/

ONE

TYPE

RURAL
URBAN

’

12
FROM TRAVEL LANE o)
FRDM SHDULDER

/
7/

4
o
MINIMUM 5'

///// /

EDGE OF TRAVEL LANE
OR SHOULDER U

™~

RURAL
URBAN

5

GROUND

7

/)
///////

EDGE OF TRAVEL LANE
OR SHOULDER

POST — SINGLE SIGN WITH SUPPLEMENTAL PLAGUE

N\

\

\\\47EDGE OF SIGN TO LINE

UP WITH THE EDGE OF OBJECT

OBJECT
L

/ / / GROUND

EDGE OF TRAVEL LANE
OR SHOULDER

11T OBJECT MARKER

MOUNTING HEIGHT DETAIL

MIN.

RURAL
URBAN

5
77

VAVl VA

ADJACENT TO CURB

S

MIN. 12’
FROM &RAVEL LANE —»
FROM SHOULDER

GROUND

\\J[ MINIMUM 5
\

TWO POST

GENERAL NOTES:

SIGN MOUNTING BOLTS SHALL BE [NSTALLED WITH A NYLON
WASHER AGAINST THE SIGN FACE WITH A STEEL WASHER
BETWEEN THE NYLON WASHER AND BOLT HEAD.

A LOCKNUT SHALL BE USED TO FASTEN THE SIGN TO THE
POST.

VERTICAL CLEARANCE FROM THE ROADWAY SHALL BE MET AND
INCREASED ONLY TO MEET THE 5" MINIMUM VERTICAL
CLEARANCE FROM THE GROUND.

HORIZONTAL OFFSET MAY BE ADJUSTED BASED ON FIELD
CONDITIONS.

1F A SEAL 1S PRESENT ON THIS SHEET [T HAS BEEN ELECTRONICALLY SEALED AND DATED.

MISSOURI HIGHWAYS AND TRANSPORTATION
DOT COMMISSION
105 WEST CAPITOL

JEFFERSON CITY, MO 65102
1-888-ASK-MODOT (1-888-275-6636)

T,
w 0,
o OF Mg,

SIGN MOUNTING DETAILS
MOUNTING HEIGHT & OFFSET

g ‘gt PIPE POSTS, PSST, WOOD
RN & U-CHANNEL POSTS

DATE EFFECTIVE: 04/01/2017 SHEET NO.

DATE PREPARED: @ 903 . 03BK 10 OF 15




2" BOLT WITH LOCK NUT

SECONDARY DEL INEATOR ‘ -

D | | D REFLECTOR MOUNTING
i ' LOCATION
B N )
O = ! = :
: / K%H BOLTjC \
o = . =
w \\¢{/, w
O PRIMARY DELINEATOR
REFLECTOR MOUNTING H
O LOCATION
HOLE PUNCHING TO EQUAL 3” DIAMETER
w HOLES, ONE INCH CENTER TO CENTER,
O BEGINNING ONE-HALF INCH FROM THE END
AND CONTINUING THE ENTIRE LENGTH OF
o THE POST.
0] DELINEATOR POST
Livirs |LBS/FT DIMENSIONS — INCHES
N 0 (2) A B c D E F
NOMINAL | 1.12 24 I B 84
e [TOLERANCE = 5% ty i ty ty 1 ty
(2) WEIGHT BEFORE GALVANIZING OR PUNCHING.
THE CHANNEL POST FOR DEL INEATORS SHALL BE MANUFACTURED
GROUND MOUNT FROM DUCTILE ASTM A 36 OR ASTM A 1011 GR 60.
U-CHANNEL
EDGE OF EDGE OF i
TRAVELED WAY TRAVELED WAY Ly 1w
EDGE OF

TRAVELED WAY

EDGE OF
SHOULDER

SHOULDER MOUNTED

OUTSIDE
BARRIER CURB

DEL INEATOR MOUNTING DETAILS

=

NARROW

PAVED MEDIAN

?Il;:

@ RETROREFLECTIVE SHEETING o
TYPE 5 OR 8 =

=

WHITE OR YELLOW E

©

el

@ ®

DELINEATOR PLACEMENT LOCATED
AT THE RADIUS POINTS

DELINEATOR PLACEMENT
FOR ISLANDS

36" SPACING

(@ @ @ (©] @)

DELINEATOR PLACEMENT
FOR MEDIAN STRIPS

=

T

2" MIN.

DEL INEATOR PDST\

2"-3" Ny | m
% =

36 INCH SURFACE-MOUNT
DELINEATOR POST

DELINEATOR POST DETAIL

COLDOR OF DELINEATDR POST AND REFLECTIVE SHEETING
SHALL MATCH THE COLOR OF THE CLOSEST PAVEMENT
MARKING OR CURB MARKING.

DELINEATOR POST SHAPE MAY BE ROUND OR T-SHAPED.
DELINEATOR POST SHALL BE PERMANENTLY MOUNTED TO
THE PAVEMENT SURFACE IN ACCORDANCE WITH THE
MANUFACTURER'S RECOMMENDATIONS.

1F A SEAL 1S PRESENT ON THIS SHEET [T HAS BEEN ELECTRONICALLY SEALED AND DATED.

MISSOURI HIGHWAYS AND TRANSPORTATION
DOT COMMISSION
105 WEST CAPITOL

JEFFERSON CITY, MO 65102

1-888-ASK-MODOT (1-888-275-6636)

>

)
5<@J
.

SINGLE

DOUBLE STACKED
CHANNEL POST

DEL INEATOR REFLECTOR

o
SeoR M//,«,://S;/’///,
P\
S BLEENH. -
RACKERS

Sr,

SIGN MOUNTING DETAILS
DEL INEATORS

i,
),

N

2
% RIS
RTINS

Ny

THES SHEET HAS BERN
SIGNED, SEALED AND_ DATED
‘ELEGTRONKGALLY.

SHEET NO.

110F 15

DATE EFFECTIVE:
DATE PREPARED:

0470172017
2/6/2017

903.03BK




DEL INEATOR
REFLECTOR

.
. DEL INEATOR
6" 6" ™ REFLECTOR
- -
: N DEL INEATOR .
- DEL INEATOR 7o REFLECTOR
REFLECTOR

=7 BOLT WITH LOCK NUT

DEL INEATOR
REFLECTOR

DEL INEATOR
REFLECTOR

TOP OF CONCRETE
/BARRIER (TYP.)

g
LA 50 11 € TWO §7 X 247 ZINC
L 2 COATED OR STAINLESS
. 3 h
LI (QTYBP ?HDLE . STEEL MECHANICAL
A : ! i | SIDE FASTENERS OR TWo 2"
A < ~ i SELF-TAPPING SCREWS
N ] E i i SHALL BE USED TO ATTACH
2] EY S nhn e - TO CONCRETE (TYP.)
P Pl
TYPE A TYPE B TYPE C TYPE D
o
DEL INEATOR
Top REFLECTOR
DELINEATORS ON CONCRETE TRAFFIC BARRIER
FOR CONCRETE BARRIER DETAILS. DELINEATOR CONNECTION
SEE STD PLANS 617.10. ON CONCRETE TRAFFIC BARRIER
B B DETAIL
2" X 3" RETROREFLECTIVE YELLOW.
WHITE OR RED SHEETING IN ACCORDANCE
WITH ASTM D 4956 TYPE 5 OR 8 U—CHANNEL
22
GENERAL NOTES:
-~ R 5 27 BOLT WITH LOCK NUT
LRX H@ o . FOR GENERAL NOTES. SEE SHEET 1 OF 15.
r - "o
s RETROREFLECTIVE YELLOW. WHITE OR RED SHEETING IN
DETAIL C o i ACCORDANCE WITH ASTM D 4356 TYPE 5 OR 8 SHALL
n & k BE APPLIED TO ONLY ONE SIDE OF THE CHANNEL POST
= : DELINEATOR MOUNTED TOWARDS THE CHANNEL POST.
= H
@E}—fif : REFLECTIVE SHEETING SHALL FOLLOW GUIDELINES
< : OUTLINED IN SEC 1042.2.7 FOR CORRECT APPLICATION
© + OF SHEETING TO DELINEATOR BODY. THE COLOR OF THE
- 0 TRAFFIC SHEETING SHALL MATCH THE CLOSEST ADJACENT PAVEMENT
PP - MARK [NG. A DELINEATOR WITH RED SHEETING SHALL BE

APPLIED TO THE BACK SIDE OF THE CHANNEL POST WHEN

RAMP AND COULD BE VIEWED BY WRONG WAY TRAFFIC

1F A SEAL 1S PRESENT ON THIS SHEET [T HAS BEEN ELECTRONICALLY SEALED AND DATED.

% BLOCK THE DELINEATION IS PLACED ALONG AN INTERCHANGE

—H € T
Lo MISSOURI HIGHWAYS AND TRANSPORTATION
b DOT COMMISSION
eof i POST 105 WEST CAPITOL
[ | | JEFFERSON CITY, MO 65102
E(L | | 1-888-ASK-MODOT (1-888-275-6636)
I S
N S OF Mige,
DETAIL C P DEL INEATOR SSonter
| | ' GuarorATL— 11| REFLECTOR :5"3\' amig 2
:, me . SIGN MOUNTING DETAILS
PO RS
DELINEATORS ON DELINEATORS ON zfﬁr;,bN:”\\%\fs DELINEATORS
THREE-STRAND NEW GUARDRAIL R
MEDIAN GUARD CABLE FOR GUARDRAIL DETAILS, SEE STD PLANS 606.00 AND 606.50. oA
FOR THREE-STRAND GUARD CABLE DETAILS oATe EFrecTIVE:  Oa/01/2011 SHEET NO-
SEE STD PLANS 606.41. DATE PREPARED: 2/6/2017 903'03BK 12 OF 15




¢ MEDIAN

200° @’,T (\Q MEDTAN
° e o o o o o O © ®(3)
200’ . o
SPACING A
) 100" SPACING 200" BEGIN 528’

" 1 " ) SPACING
(4)

MEDTA
LEGEND  TTTTTTIT Tt @*’*’*’N’*///}

e WHITE DELINEATOR Iy e o6 o -0 o0 0 OL‘J
A YELLOW DELINEATOR END 528/ |_ 200’ ‘ 100’ SPACING ‘
. s MAX IMUM O WHITE DOUBLE STACKED SPACING  SPACING |o
X S 100" MAXIMUM DEL INEATOR “ 2
-
O RED DELINEATOR 2B p.C.
=]

MATCH LINE A

TYPICAL DIAMOND EXIT RAMP

200’

1F A SEAL 1S PRESENT ON THIS SHEET [T HAS BEEN ELECTRONICALLY SEALED AND DATED.

DEL INEATOR SPACING ON HORIZONTAL CURVES
RADIUS SPACING SPACING IN ADVANCE
OF CURVE ON CURVE & BEYOND CURVE (FEET)
(FEET) (FEET) 15T 2ND 3RD Lo v © MEOIAN
50 20 40 65 100 ——————— -
150 30 60 E 100 ) ‘ , BeaIN 508"
200 35 70 100 100 = 100" SPACING - SPZA%OING‘ SPACTNG
250 40 85 100 100 « ‘ e
=
300 50 35 100 100 w br =N
400 55 100 100 100 = oz
o F.C. 500 65 100 100 100 z
600 70 100 100 100 S -
. [ 700 75 100 1700 100 s @
i o = = = = < TYPICAL DIAMOND ENTRANCE RAMP
E 900 85 100 100 100 TYPICAL INTERCHANGE
o S 1000 30 100 100 100
e
o - “S” SPACING ON CURVE = 3 R-50 OR MAY BE INTERPOLATED FROM TABLE. GENERAL NOTES:
> MINIMUM SPACING = 20 FEET.
o o FOR GENERAL NOTES. SEE SHEET 1 OF 15.
SPACING OF FIRST DELINEATBR—IN ADVANCE OF AND BEYOND CURVE = 2 x S.
THE SECOND = 3 x S. AND VHE THIRD = 6 x S. BUT NOT TO EXCEED 100 THE CONTRACT UNIT PRICE FOR EACH CHANNEL POST
o FEET. MAXIMUM SPACING = 100 FEET. DELINEATOR SHALL INCLUDE THE REFLECTOR. FASTENERS
(1) USE YELLOW DOUBLE STACKED DEL INEATORS AND POST.
DEL INEATORS SHALL BE INSTALLED FACING APPROACHING TRAFFIC. YELLOW FOR LEFT HAND ACCEL/DECEL LANES.
© . DEL INEATORS SHOULD BEGIN EVEN WITH THE GORE EXIT SIGN AND END D M'SSOUR'H'GWAYSANDTRAng%ﬂAT:On
_l2 60 FEET FROM THE GORE POINT. WHITE DEL INEATORS SHOULD EXTEND (2) DELETE IF EMERGENCY REFERENCE MARKERS OMMISSIO
a5 BEYOND THE FIRST YELLOW DELINEATOR. RED DEL INEATORS SHOULD BE ARE USED. 105 WEST CAPITOL
SE PLACED ON THE BACK SIDE OF EITHER THE WHITE OR YELLOW DELINEATOR 1-888-Ask Wopot 11 s annphg 83102
% POSTS WHEN APPLICABLE. RED DELIEATORS ARE TYPICALLY INSTALLED (3) EXTENT OF DELINEATION ON ROUTES WITH
o ' WHERE VEHICLES MAY ACCIDENTALLY TRAVEL DOWN THE RAMP BACKWARDS EMERGENCY REFERENCE MARKERS.
i wlo AND MOUNTED FACING AWAY FROM NORMAL TRAFFIC FLOW.
C = (4) ON ROUTES WITHOUT EMERGENCY REFERENCE
o3 CHANNEL POST DELINEATORS SHALL BE OMITTED ON SECTIONS WHERE GUARD- MARKERS DEL INEATORS SHALL BE INSTALLED
= P RAIL IS PRESENT. THESE PORTIONS SHALL BE DELINEATED UTILIZING THE BETWEEN INTERCHANGES EVERY 528 . \ & SIGN MOUNTING DETAILS
ek GUARDRAIL DELINEATORS. IN AREAS WHERE RED DELINEATORS ARE [NDICATED. o o= &8
RED RETROREFLECTIVE SHEETING WILL BE PLACED ON THE BACK SIDE OF THE RTINS INTERCHANGE DELINEATION
GUARDRAIL DELINEATOR. 8 S e s
e
I,
REFLECTIVE SHEETING SHALL BE IN ACCORDANCE WITH SEC 1042.2.7.3. T
DATE EFFECTIVE:  04/01/2017 g
DATE PREPARED: _1/30/2017 903.03BK 13 0F 15




SIGN NUMBER
aM4

1F A SEAL 1S PRESENT ON THIS SHEET [T HAS BEEN ELECTRONICALLY SEALED AND DATED.

STEEL OBJECT MARKER POST
s LiuiTs | LBS/FT DIMENSIONS — INCHES
A B C D
€ < MIN. | 2.40 14 2% 1 B
Feeee > - MAaX. | 2.80 | 13 34 13 3
oo s ©
! o (2) WEIGHT BEFORE GALVANIZING OR
: PUNCHING.L IMITS SHOWN ARE ABSOLUTE
7 ; : X S NO FURTHER WEIGHT. DIMENSIONAL OR
/\/‘/ //\\\/\\\A\\/\\\/\\\/}\\/\\\/\\\/\\\/\\\/\\\/\N/\\\/\\ \\‘\*‘\‘/\\\/\\\/\ VK\\/\\\/\\\/\\\/\\\/\\\/ﬁ\\/\\\/\\\//‘\%\\\//} . © COMMERCTIAL TOLERANCE WILL BE ACCEPTABLE.
AL H h H i H H H N> 98 o
I " " i i i i w=
i :: 11 i :: " I O BURR THREADS OF BOLT
) o o it N o - AS APPROVED BY THE
= 5 = o ENGINEER.
TYPE D GUARDRAIL IF SPECIFIED
SEE STANDARD PLAN 606.00 FOR GUARDRAIL INSTALLATION DETAILS Ie
@]
TYPE 4 OBJECT MARKER INSTALLATION o
B HOLE PUNCHING TO EQUAL 3” DIAMETER
HOLES. ONE INCH CENTER TO CENTER.
BEGINNING ONE-HALF INCH FROM THE END
AND CONTINUING THE ENTIRE LENGTH OF
THE POST.
CLOSED / REMOVED
TYPE 4 OBJECT MARKER
OBJECT MARKER POST AND
wexs. s o7 D ‘ FASTENER DETAILS
Wex9 STEEL
bosT " IF SPECIFIED
S fw—BEA RATL I
- D TYPICAL ROAD CLOSURE
- ] | |
PLAN
o
~
) LENGTH OF W-BEAM RAIL = 13’ -61"+ = GENERAL NOTES:
| . — - !
= ! B
bl I o :) FOR GENERAL NOTES. SEE SHEET 1 OF 15
] e . q:=:
R i 0o ES\\\‘7%H POST TYPE D GUARDRAIL IS ACCESS RESTRAINT AND VISUAL
= S S } i <~ BOLT TARGET VALUE ONLY. IT HAS NO REDIRECTIVE CAPABILITY.
= (TYP.
1> GAGE / N T% DOT MISSOURI HIGHWAYS AND TRANSPORTATION
o —IC COMMISSION
W-BEAM RAIL K 105 WEST CAPITOL
[t} JEFFERSON CITY, MO 65102
Q 1-888-ASK-MODOT (1-888-275-6636)
NN NN, SRR AERATNANANES
— — 1™ y6x8.5 OR
T T [ WEX9 POST
Do Do ol (TYPO) () SIGN MOUNTING DETAILS

L 12" 6" }‘
ELEVATION
TYPE D GUARDRAIL

(1) THE CONTRACTOR MAY FURNISH EQUIVALENT
SECTIONS FABRICATED FROM MATERIAL MEETING
STEEL POST AND IN ACCORDANCE WITH SEC 1040.

OBJECT MARKERS FOR
ROAD CLOSURE

SHEET NO.

DATE EFFECTIVE: 04/01/2017
DATE PREPARED: 1/30/2017 903 . O3BK 14 OF 15




DETAIL B b
1an
< . DETAIL
t Py I ( Py B
o~ ® an o @
2 DIA
™o o
«
N —o0 o
o ~
i

25" X 23" 7 GAGE WITH
27 DIA HOLE IN EACH
SIDE OF TUBE FOR 2”
THROUGH BOLT TO RETAIN
FALL ARREST CABLE

MOUNTING PLATE DETAIL

OF TUBE.

ROAD

SURFACE:
i FALL ARREST
3 DIAMETER CABLE (5)

RESIN ANCHORS (6)

\\\¥7 37 THICK

BOLTS USED TO RETAIN
FALL ARREST CABLE
SHALL BE 2" DIA.
GRADE 8 AND PASS
THROUGH BOTH SIDES

FALL ARREST
CABLE BOLT

4)

SQUARE
STEEL TUBING

MECHANICAL CRIMP
- TYPE CONNECTORS

GALVANIZED
STEEL PLATE

FALL ARREST
CABLE DETAIL

PERFORATED
2" X 2" (0.D.)

SQUARE STEEL TUBE
12 GAUGE

TUBE SHALL EXTEND TO BOTTOM OF
MOUNTING PLATE

HOLES FOR ANCHORING SYSTEM
SHALL BE DRILLED TO AVOID
REINFORCING STEEL

MOUNTINGA////,,//5;>
PLATE L

FLUSH WIT

BARRIER WALL INSTALLATION

(5)

(1) PERFORATED SQUARE STEEL TUBE 2" X 2” (0.D.) 12
GAUGE. TUBE SHALL EXTEND A MINIMUM OF 6” BELOW
THE TOP OF THE FOUNDATIGON TUBE.

(2) TUBE TO EXTEND ABOVE FOUNDATION ONLY ENOUGH
TO ALLOW BOLT TO BE INSERTED 24" MAXIMUM

(3) CONCRETE MIX TO HOLD FOUNDATION TUBE PLUMB WITH-
OUT BRACING SHALL HAVE A MINIMUM OF 5.5 SACKS OF
CEMENT PER CUBIC YARD AND A MAXIMUM SLUMP OF 24"

(4) 24" x 24" (0.D.) SQUARE TUBE GALVANIZED 7. GAGE

WITH TWG '"s,” DIAMETER HOLES IN EACH FACE 2”
BELOW TOP OF TUBE.

+7%x 5" LONG STAINLESS STEEL CABLE (ASTM A 492
TYPE 304 MINIMUIM BREAKING STRENGTH 200 LBS.)
A 1" DIA. LOOP AT EACH END LOGPS FORMED BY
MECHANICAL CRIMP TYPE CONNECTION PER MANUFACTURER'S
SPECIFICATIONS. CABLE IS TO BE RUN INSIDE
PERFORATED SQUARE STEEL TUBE. CABLE ISTO BE

USED ONLY WHEN SIGN MOUNTING LOCATION IS OVER
ANOTHER TRAVELWAY.

in

WITH

DIAMETER RESIN ANCHORS SHALL BE INSTALLED IN
ACCORDANCE WITH STANDARD SPECIFICATIONS (SEC 1039).
AN APPROVED MAECHANICAL TYPE ANCHOR MAY BE

USED IF THE DEVICE EQUALS OR EXCEEDS THE PULL

TEST REQUIREMENTS OF SEC. 1039.

FALL ARREST CABLE TO BE SECURED TO NEXT FULL HOLE
BELOW SIGN

PERFORATED / ﬁ

DETAIL

1 TOP OF FODTING.

H

FINISHED GRADE

GROUND LINEt:::?\‘\‘\\\N‘,

B
SHOULDER BOLT

/

3

A

Ve
Wy 3L
SHOULDER BOLT SIGN SHALL BE .
ND NUT MOUNTED TO POST 3
WITH THREE 3" |
DIA. BOLTS :
2
e
EDGE OF
TRAVEL WAY

® %naonaonaonaona

DETAIL B
~
<)
N
(3) )
\
' &
. s
A
| A N
R N
w
. "
>
‘ >
= |2 A
= =
=
- s
>
e
O =
o
oy 3" CLEAN
AGGREGATE
DETAIL A

EDGE OF
SHOULDER

DETAIL A

GROUND INSTALLATION

GENERAL NOTES:

FOR GENERAL NOTES. SEE SHEET 1 OF 15

PERFORATED SQUARE STEEL TUBE SHALL BE SECURED TO
FOUNDATION TUBE OR BARRIER WALL MOUNTING PLATE WITH
A SHOULDER BOLT PER PERFORATED SQUARE STEEL TUBE

MANUFACTURER'S SPECIFICATION.

1F A SEAL 1S PRESENT ON THIS SHEET [T HAS BEEN ELECTRONICALLY SEALED AND DATED.

MISSOURI HIGHWAYS AND TRANSPORTATION

DOT COMMISSION

105 WEST CAPITOL

JEFFERSON CITY, MO 65102

1-888-ASK-MODOT (1-888-275-6636)

i
\\\\\\\ F M, 1,

& 2
N

SIGN MOUNTING DETAILS

”oﬁzf/}/bNM gﬁj\t\s EMERGENCY REFERENCE MARKERS
DATE EFFECTIVE:  04/01/2017 SHEET NO.
DATE PREPARED: _1/30/2017 903.03BK 15 OF 15






