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	Long term performance of embankment protection is not easily measured immediately after construction.  The methods that were retained by the team are not significantly revised.  All grouted applications are proposed for deletion for the reasons listed below.

	Sec
	Question #’s
	Rationale

	611.10
	
	Moved for review and revision by Sec 203 team – Rock fill is a type of embankment construction and is more appropriate in Sec 203.  Sec 203 team moved rock fill to Sec 214.

	611.20
	
	Moved for review and revision by Sec 203 team – Sec 203 team removed fully grouted rock fill from specs.

	611.30
	3
	This section on rock blankets has no significant revisions recommended.  It is already written in an end result format.  Consideration was given to elimination of type 1 rock blanket, since it is difficult to visually discern type 1 from type 2.  Although type 2 is most common, both types were retained in the proposed revision as there is some useage of type 1.

	611.40
	
	Grouted rock surface is proposed for deletion.  Partially grouted rock applications do not allow for settling, resulting in cracking and potential for large washouts.

	611.51
	3
	Description of work.

	611.52
	3
	Allows acceptance of quality and size of material visually.

	611.52.1
	5
	Specifies stone size and quality necessary for adequate performance.

	611.52.2
	5
	Specifies stone size and quality necessary for adequate performance.

	611.52.3
	4,5
	Allows options for stone or concrete blocks.  Revisions for clarity.

	611.52.4
	3
	Allows broken concrete to be used if size and weight requirement for stone is maintained.  May result in lower cost.

	611.52.5
	
	Grouted revetments removed from specifications for same reason as grouted rock surface.

	611.53
	5
	Basic instructions for placing revetments.  Retain to obtain desired end result.

	611.53.2
	
	All grouted revetment requirements removed from specifications for same reason as grouted rock surface.

	611.53.3
	
	Requirements for cold weather grout not needed, and requirements for cold weather concrete, if cast in place, are covered in 611.52.3.

	611.54 and 611.55
	3,4,5
	Needed for method of measurement and basis of payment.  

	611.61
	3
	Description of work.

	611.62
	3
	Specifies concrete class and references other specification for producing, transporting and placing concrete.

	611.63
	4,5
	Contains basic instructions and end result requirement for construction.

	611.64 and 611.65
	3,4,5
	Needed for method of measurement and basis of payment.  

	611.70
	5
	The specification for gabions was revised to delete the wire material specifications and reference the current ASTM specs for welded wire fabric and twisted hexagonal mesh gabions and mattresses.


