





	SLAB DRAIN WITH GRATE		12/3/25

1.0  Description.  This item of work consists of furnishing, fabricating and installing the drainage items necessary to complete the drainage system as shown on the bridge plans.

2.0  Materials.

2.1  All structural steel or casting materials and hardware shall be galvanized in accordance with ASTM A 123, ASTM A 153 and Sec 1081.

2.2  Detailed shop drawings of the drainage system shall be prepared and submitted to the engineer.  Shop drawings shall be accordance with Sec 1080 and submitted to Fabrication@modot.mo.gov for approval.  Catalog data may be furnished for components that are standard manufactured items in lieu of detailed drawings, providing governing dimensions are given.

2.3  All material for the deck inlets and grates may be castings in lieu of ASTM A 709 Grade 36 structural steel as shown on the plans. Castings shall be cast gray iron in accordance with Sec 614.  A standard manufactured grate of similar size and meeting the above material requirements may be submitted to the engineer for approval.

2.4  Drainage pipes and elbows shall be ASTM A 500 or A 501 with a minimum wall thickness of 0.322 inches.  All bolts shall be ASTM A 307 and pipe supports ASTM A 709 Grade 36.  Joints and openings shall be accurately cut and carefully welded to result in watertight and neat appearing joints.  All welding shall be in accordance with Sec 1080.3.3.4 Applicable Codes.

3.0  Construction Requirements.  The slab drain with grate shall be handled and installed in accordance with guidelines and procedures as recommended by the manufacturer and as shown on the plans.

4.0  Method of Measurement.  Measurement for slab drain with grate will be made per each.

5.0  Basis of Payment.  Payment for the above described work, including all material, equipment, labor and any other incidental work necessary to complete this work, will be considered completely covered by the contract unit price for Slab Drain with Grate.






