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1.0  Description.  This work shall consist of repairing designated areas of the bridge decks with an existing concrete wearing surface (low slump, latex modified, or silica fume concrete).  All work shall be in accordance with Sec 704 except as herein modified.

2.0  Construction Requirements.

[bookmark: _GoBack]2.1  A boundary perimeter with vertical sides shall be established outside the delaminated and deteriorated concrete wearing surface repair areas by saw cutting the full depth of the wearing surface.  The contractor shall use caution to not saw into the underlying bridge deck.  Any remaining wearing surface around the perimeter of the saw cut shall be chipped vertically and all wearing surface material within the perimeter removed.  Upon removal of the deteriorated wearing surface, the engineer will sound the underlying bridge deck to determine areas of deteriorated concrete.  The engineer may require removal of additional areas of wearing surface to determine the extent of deteriorated underlying bridge deck.

2.2  Wearing surface repairs shall be performed the same as deck repairs except no exposed reinforcing steel is required.  Deck repairs shall be in accordance with Sec 704.  Concrete to replace the wearing surface, with or without deck repairs below, shall be the same as that required for deck repairs.  Concrete for the wearing surface repairs with deck repairs below shall be placed monolithically up to the top surface of the wearing surface.  Finishing and curing the repair area shall be in accordance with Sec 704.

3.0  Method of Measurement.  The extent of repair may vary from the estimated quantities but the contract unit price shall prevail regardless of the variation.  No duplication of measurement will be made for half-sole repair, full depth repair or concrete wearing surface repair.  Areas of concrete wearing surface repair will be measured to the nearest square foot.  Deck repairs will be measured and paid for in accordance with Sec 704.

[bookmark: DDE_BOOKMARK21]4.0  Basis of Payment.  Accepted quantities of half-sole repair, full depth repair or concrete wearing surface repair will be paid for at the contract unit price for each of the pay items included in the contract.
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