mh, Mt

MISSOURI DEPARTMENT OF NATURAL RESOURCES
LAND SURVEY PROGRAM
CERTIFIED LAND CORNER DOCUMENT

P.O. Box 250
Rolla, MO 65402-0250

573-368-2300

v,

XI CORNER RESTORATION (Accepted or perpetuated corner)
] CORNER ESTABLISHMENT (Any PLSS corner created, but not monumented in the original survey; Blank %, Center % etc.)
] CORNER REESTABLISHMENT (Lost corner)

Description of original and subsequent surveys referencing this comer position:
(References shall include date of survey, surveyor of record, location of survey (book and page), monument, accessories

and other information relevant to the location of this corner.)

GLO Volume 520, Page 170. "North between sections 8 & 9 at 40.00 chains raised a mound in which set a post for quarter section
corner”.

MoDot Route E plans. West quarter corner Section 9, T62, R32 is on centerline station 26+09.

No other subsequent surveys of record due to court house fire.

i Description of corner evidence found or a concise statement of the method used to establish or reestablish this corner:

Position of corner restored at MoDot ocation.

[ Established
[] Reestablished

}

statements contained hereon correctly represent the
evidence, monuments and accessories for this comer.

Description of monument and accessories | established to perpetuate the Iocatlon of this corner:
i (Provnde a sketch of the corner on the back of this form.)
Set 5/8" iron bar and LC 000120 Cap
1. South 88° 23' 28" East 2641.23 feet to Center Section 9 (5/8" iron bar and cap).
2. Northwest 73.3' to 30d nail in power pole.
3. Southwest 73.2' to 30d nail in power pole.
4. South 33.1" to metal sign post.
5. Southeast 53.4' to 30d nail in power pole.
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This is to certify |, Adam Teale, PLS# 2004001336 have on this date 2/7/2011 :
{please print or type)
X Restored The corner described and that the sketch and SIGNATURE DATE
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NOTE

as to conclusive evidence of the corner location.

This document does not create an implied warranty by either the surveyor or the Department of Natural Resources

I, the undersigned STATE LAND SURVEYOR, do hereby certify that the foregoing instrument was filed for record with the MISSOURI
DEPARTMENT OF NATURAL RESOURCES' DIVISION OF GEOLOGY AND LAND SURVEY, LAND SURVEY PROGRAM.

STATE LAND SURVEYOR DATE CORNER INDEX NO. | DOCUMENT NUMBER
" DandlDORsts 2-22-2011 | G-09 600-90669
MO 780-1708 (08/08) SHEET 1 OF 2.




SKETCH OF CORNER

30d NAIL IN
POWER POLE
NORTHWEST 73.3'

Section 9

7_62N R _32W

W 1/4 CORNER SECTION 9
T-62N; R-32W. SET 5/8"
IRON BAR & LC 000120

ALUMINUM CAP AT
¢ STA. 26-+09

SECTION LINE 3

CENTER SECTION 9
T—62N; R-32W. SET 5/8"
IRON BAR & LC 000120

ALUMINUM CAP 6.0° NORTH
OF ¢ STA. 52452

1/4 SECTION LINE —\

S 882328" £\

M = 2641.23

NORTH
1 7 — 60’
BRENTJENNINGS_C

30d NAIL IN
POWER POLE
SOUTHWEST 73.2°

460 ROAD

METAL SIGN POST
SOUTH 33.1'

30d NAIL IN
POWER POLE
SOUTHEAST 53.4°
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