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EXHIBIT “I” 

SCOPE OF SERVICES 

 

The CONSULTANT shall provide the professional, technical, and other personnel resources, 

equipment, materials and all other things necessary to complete this contract.  The contract will look 

at widening for a center turn lane, improving the intersection of Route K and Notre Dame Drive and 

adding an additional lane eastbound from County Road 206 to 0.2 miles east of County Road 317 

in Cape Girardeau County.  The contract would include the development of cost estimates, County, 

City and SEMPO involvement, development of preliminary plans, ROW plans development and 

submittal, Final plans and submittal of PS&E along with JSP’s.  

 This scope of services is intended to be an accurate description of the items and tasks 

required for completion of the design of this project.  However, each project is unique and may 

require more or less effort in an individual task to complete the design.  The following information 

will explain and define in general terms the major design items of importance relating to this project.  

All the elements of work that are necessary to satisfactorily complete the design of this project may 

or may not be listed.  The lack of a specific listing of an element or item in the scope of services 

does not in itself constitute the basis for additional services, supplemental agreements, and/or 

adjustment in compensation. 

 A more detailed description of the process and requirements used by MoDOT for completion 

of the design may be found in the MoDOT Engineering Policy Guide (EPG).  The consultant is 

encouraged to review the appropriate sections as a means to supplement the information contained 

in the scope of services and provide additional guidance in the requirements and expectations of 

MoDOT for completion of the design services. 

 The provisions of the Design Consultant Agreement outlining the responsibilities of the 

CONSULTANT regarding the quality and accuracy of the deliverables and products shall apply to 

any decisions regarding determinations of additional services. 

 Preparation of a supplemental agreement is necessary prior to performance of any work, 

which is considered as additional services, not included in the original scope of services.  The 

consultant will not be compensated for additional services performed prior to execution of a 

supplemental agreement.  Only additional services, which are required due to changed or 

unforeseen conditions or are due to a change in the specified end product, will be considered for 

inclusion in a supplemental agreement. 

The CONSULTANT shall prepare all plans through use of a Computer Aided Drafting (CAD) 

program.  The CONSULTANT shall conform to the Missouri Department of Transportation 

Specifications for Computer Deliverable Contract Plans as referenced in the MoDOT EPG.   

The CONSULTANT will be required to produce a conceptual cost estimate for alternatives and “build 

in place” alternative.   

The CONSULTANT upon completion of the “Conceptual Alternatives Report”, will produce a 

construction cost estimate of the recommended alternative. 

 The CONSULTANT shall review "as built" plans, aerial photographs, manuscripts, etc. and 
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other information to be provided by the Commission and make the necessary field investigations to 

assure that there have been no significant changes since the information was recorded or obtained. 

The CONSULTANT shall prepare a design criteria memorandum for this entire project, and submit 

it to the COMMISSION for review and approval prior to starting the preliminary design phase. Any 

deviations from Commission established procedures for design, construction or materials shall be 

approved through the MoDOT project manager and documented by the CONSULTANT. This 

documentation shall include a brief justification for the deviation and the signature of the 

CONSULTANT project manager.  

 The consultant shall perform the following services, all in accordance with the standard 

practice of the Commission and the following: 

AASHTO “A Policy on Geometric Design of Highways and Streets” (7th Edition) 

AASHTO “Roadside Design Guide” (4th Edition) 

AASHTO “LRFD Bridge Design Specifications” (9th Edition) 

AASHTO “Highway Drainage Guidelines” (4th Edition) 

“Manual on Uniform Traffic Control Devices” (2009 edition) 

“Highway Capacity Manual” (6th Edition) 

Major task items included in the work include: 

I Administration 

CONSULTANT shall participate in the following as part of the Administration tasks: 

1. Attend Project Core Team Meetings.  A total of four (4) core team meetings is assumed for 
the project. The CONSULTANT will be responsible for preparing meeting agendas with 
input from MoDOT and preparing meeting minutes for documentation. 

2. Develop and implement a Quality Assurance Plan. 
3. Hold periodic internal team meetings throughout the development of project. 
4. Correspondence (emails, letters, meeting minutes, phone calls) 
5. Personnel planning and scheduling control 
6. Set up the project and conduct Kick-Off Meeting. 
7. Coordination with subconsultants. 
8. Participate in Public Meeting or Hearing (if required).  Develop handouts and exhibits for 

meetings. 
9. Provide monthly progress reports and invoices and review subconsultants invoices and 

reports. 
10. Provide exhibits, sketches, and back-up data to MoDOT on an as-needed basis. 
11. Provide information to support the SE District MoDOT staff in maintaining a public website 

for the project staff to inform the public and update impacts related to the project including 
timelines, changes to the project, meetings, comments.   

II Public Involvement  

 The COMMISSION will be the main point of contact for receiving calls from the public.  The 
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CONSULTANT will interact with external agencies and the county commission as required to 

accomplish the scope of services of this contract. 

1.  The CONSULTANT shall be required to attend meetings with regulatory agencies, 
organizations, county officials, local municipalities, property owners and other entities as 
required.  A total of three stakeholder meetings, with various entities, is anticipated for the 
public involvement on this project.  
 

2. The CONSULTANT shall participate in a planning meeting with MoDOT prior to any public 
meetings.  
 

3. The CONSULTANT shall provide the COMMISSION a database containing all property 
owners contiguous to the project area, or within a reasonable distance of the project.  The 
database shall provide contact information available for public involvement and 
environmental purposes (e.g. mailing addresses, phone numbers, email addresses, etc.)  
The database shall also designate whether the individual is someone the Commission will 
need to obtain right of way and/or easements from. 
 

4. The COMMISSION shall advertise for meetings, obtain the meeting location and room and 
perform mass mailings of notices of meetings or hearings, and newsletters. 
 

5.  The CONSULTANT shall prepare the exhibits as requested by COMMISSION for the public 
meeting or hearing. 
 

6. The CONSULTANT shall produce copies of the handouts. 
 

7. The COMMISSION shall provide the sign-in sheet/equipment and personnel for the sign-in 
table at each public meeting. 
 

8. The CONSULTANT shall record and prepare the meeting minutes of the public meeting and 
shall prepare the transcript, if applicable. 
 

9. The CONSULTANT shall complete 3D renderings of the preferred alternative concept.   
 

In the event we are still operating under COVID-19 guidelines the CONSULTANT will be requested 

to help host any virtual public meetings or hearings and help support the MoDOT project webpage 

for this project.  Further guidance can be found in Section 129.3 of the EPG. 

III Survey  

CONSULTANT shall obtain topographic survey information required for the preparation of 
preliminary, right of way, and final roadway plans including: 

 
1. Perform a thorough review of the existing survey provided by MoDOT. 
2. Coordinate available survey control and benchmarks with surveyors. 

a. Translate control and benchmarks into sheet drawings to be used in construction 
plans, per EPG. 

3. Complete remaining topographic surveys to develop preliminary plans, right-of-way plans 
and final roadway plans, including all improvements and existing topography within the limits 
of the project.  Topographic surveys shall consist of all pertinent topographic features 
including, but not limited to: 
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a. existing drainage and sanitary structures (pipes, types, flowlines, sizes)  
b. trees over 4 inches in diameter 
c. additional existing retaining wall shots and type of wall 
d. building front elevations and pertinent building features 
e. pertinent parking lot features 
f. driveway joints, pavement types and profiles 
g. existing signal equipment surveys  
h. drainage swales 
i. sign posts, size, identification and photo log 
j. pavement marking type 
k. miscellaneous roadside identification and photo log 
l. lighting  
m. other 

4. Field locate visible above ground evidence of utilities located within the project area. 
“Missouri One Call” and MoDOT will be contacted and a formal request will be submitted for 
marking the locations of member utilities. In the event that “Missouri One Call” fails to 
respond, in whole or in part, to the formal request, underground facilities, structures, and 
utilities will be plotted from surveys and/or available records. The locations of all utilities are 
to be considered approximate. There may be other utilities, whose existence may not be 
known at the time of the survey.  

5. Surveyors to coordinate with utility engineer on underground utility one-call locates. 
6. As-needed punch list surveys due to design updates and/or new development. 

CONSULTANT shall perform right-of-way surveys necessary for the preparation of preliminary, right 
of way and final roadway plans including: 
 

1. Identify at the earliest opportunity, the title reports to be ordered by the COMMISSION.  This 
will be coordinated during the preliminary design phase of the project. 

2. Locate existing right of way, property lines and pertinent section lines for the entire project 
limits. 

3. Clearly identify linework in drawing with text (i.e. property lines (PL), section lines, quarter-
quarter section lines, existing right-of-way, existing easements, etc. 

4. Research impacted parcels.  Each of these properties within the project limits shall include 
property owner name, assessor’s map number, last deed book and page, and existing size 
of parcel in square feet. 

5. All property lines shall have a bearing (to the nearest second) and a length (to the nearest 
hundredth of a foot) shown and the parcel closed within acceptable tolerances governed by 
the State of Missouri. 

6. Incorporate all easements and identified information from the title work into the existing right-
of-way drawing. 

7. Provide a reference tie drawing with three-point ties. 
8. Establish land corner ties. 

IV Utility Coordination  

The CONSULTANT shall perform the following utility coordination tasks: 
 

1. Coordinate to obtain One-Call tickets to have utilities located in identified areas of proposed 
project.  

2. Obtain maps from utilities of their known locations and adjust survey limits as needed. 
3. Coordinate with surveyor to complete utilities survey and verify completeness and accuracy 

of utility topographical survey.  
4. Coordinate submittal of preliminary plans to utility companies. 
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5. Coordinate with utility companies on the development of the plan of adjustment and obtain 
cost estimates for reimbursable utilities for the District Utility Engineer’s approval.  

6. Show the existing utility facilities and plan of adjustments for proposed utilities facilities in 
the contract plans. (plans sheets, cross sections, culvert sections) 

8 Coordinate relocation of each impacted utility on the project during design and construction.   
9 Prepare special utility sheets as necessary (including utility profile and exhibits).   
10 Assist District Utility Engineer in the preparation of agreements (includes municipal 

agreements).  
11 Identify locations for power service needs, prepare service request for submittal and 

coordinate with the power company to obtain estimated costs.   
12 Coordinate with MoDOT (PM and District Utility Engineer) and to provide SUE test hole 

information at critical utility locations.  
13 Prepare utility job special provision and information for the preparation of the Utility Status 

Letter for District Utility Engineer.   
14 Provide assistance and answer utility related questions during the construction phase for 

MoDOT staff and the roadway contractor. 

V Geotechnical Investigations 

The CONSULTANT will perform all geotechnical work and provide the Preliminary Geotechnical 

Report and Foundation Investigation Report in accordance with section 320 of the MoDOT 

Engineering Policy Guide (EPG).  Other chapters may be applicable. 

In addition to the routine geotechnical tests, the CONSULTANT will perform a fertility test. 

The CONSULTANT will provide staking for geotechnical boring locations provided by MoDOT.  

 

VI Conceptual Design of Alternatives 

The study area for the intersection of Rte. K and Notre Dame Drive has two options (Roundabout 

and Signal) to further develop and bring to a public meeting for comment.  

The CONSULTANT will develop alternatives based on standard practice and previously listed 

design guides.  

The CONSULTANT will develop up to two geometric alternatives.  The project study area is shown 

in Exhibit A.  

• Establish horizontal and vertical geometry of alternatives 

• Establish typical section of alternatives 

• Estimate area of any R/W needed of alternatives 

• Identify potential design exceptions that may be required 

• Evaluate constructability of the alternatives 
 
The CONSULTANT will develop a conceptual opinion of probable construction cost for each 
alternative using current year bid tabulations to formulate an order of magnitude cost for each 
alternative.   
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The CONSULTANT will prepare a written draft  summarizing the findings of Geometric Concepts, 
Safety Analysis, and Cost Analysis.  

 

The CONSULTANT will submit an electronic copy of the draft report to MoDOT for review of the 

proposed recommendations and will finalize the report based on MoDOT comments and/or 

concurrence.   

VII Safety Analysis 

 The CONSULTANT shall perform the following tasks:       
 

1. Initial Coordination / Scoping Meeting with MoDOT (Discuss limits of Study Area)  
2. Conduct a safety analysis utilizing methods described within the latest edition of the Highway 

Safety Manual (HSM). 

• Safety Analysis (Existing Condition) 

• Safety Analysis (Selected proposed alternative) 
3. Prepare conceptual signing plan for the recommended alternative configuration. 

VIII Preliminary Roadway Design 

The CONSULTANT’S attention is directed to Chapter 235 of the MoDOT Engineering Policy Guide 

(EPG) for general guidelines and requirements for preliminary design.  Other chapters may be 

applicable for preliminary design preparation. 

(A) Upon approval of the design criteria memorandum by COMMISSION, the 

CONSULTANT shall undertake the following to develop the preliminary design phase: 

 

a. Prepare preliminary plans, as outlined in the MoDOT EPG. 

i. The COMMISSION shall furnish the CONSULTANT traffic information for 

the construction and design years to be used in the preliminary plans. 

ii. The COMMISSION shall furnish the CONSULTANT the latest accident 

data and traffic information used to calculate the project accident rate.  

The COMMISSION shall furnish the CONSULTANT the “statewide 

accident rate for a similar class of roadway” and any high hazard locations 

within the project limits. 

iii. The CONSULTANT shall submit the preliminary plans to the 

COMMISSION for review and approval. 

b. The preliminary plans shall be prepared in accordance with the applicable 

sections of the MoDOT EPG, as to what shall be shown thereon, including 

proposed design features. 

i. The plan view English scale shall be 1”=50’ horizontal (or different scale 

as determined by MoDOT Project Manager for clarity) and extend 100 

feet beyond project limits. 

ii. The profile view English scale shall be 1”=50’ horizontal, and 1”=10’ 

vertical. 

c. The CONSULTANT may have to review preliminary cross sections sufficiently to 

make a cost comparison between using retaining walls versus acquiring 

additional right of way for all proposed wall locations. 
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d. The CONSULTANT shall prepare the construction estimate.  The COMMISSION 

shall prepare the right of way estimate based on the right of way requirements 

furnished by the CONSULTANT. 

e. The preliminary plans shall be submitted to the COMMISSION for review and 

approval.  A letter of transmittal shall be provided with the preliminary plan 

submittal.  The COMMISSION shall furnish the template for the letter of 

transmittal.  The construction cost estimate shall also be submitted with the 

preliminary plans. 

f. The preliminary plans shall include the tentative additional easement and right of 

way limits, property lines and ownerships, section lines, township and ranges, 

any U.S. Surveys, city limits, and a general outline of the construction staging, 

critical design items and other items as outlined in the EPG. 

g. Traffic assignments shall be shown on the respective roadways or on a line 

sketch of the roadways. 

h. Typical sections shall indicate heavy, medium or light duty pavement for new 

roadways, along with descriptions of the existing roadway types remaining in 

place. 

 

(B) A Preliminary Field Check will be arranged by the CONSULTANT with the COMMISSION 

to discuss design features in the project area. 

 

(C) The CONSULTANT upon review of the re-evaluation of the EIS shall provide the 

COMMISSION with information for proper environmental and cultural clearance 

including submittal of the preliminary stage RES, right of way stage RES and final stage 

RES. Items that may need to be addressed include historical buildings, archaeological 

sites, historic bridges, conversion of farmland, endangered species, wetlands, parklands 

and historical sites. 

 

(D) The CONSULTANT shall prepare and submit the Bridge Survey Report, Bridge Survey 

Sheets, and Bridge Survey Checklist. 

 

(E) The CONSULTANT shall set horizontal and vertical control for the project and provide 

the COMMISSION the combined adjustment factor.  All control furnished by the 

CONSULTANT shall use current datums and adjustments. 

 

(F) The CONSULTANT shall provide all land boundary work to the COMMISSION for review 

and approval prior to right of way plans submittal. 

 

(G) The COMMISSION shall provide the pavement design and general Job Special 

Provisions related to the project including any special design elements. 

 

(H) The COMMISSION may hold a public meeting for this project and the CONSULTANT 

will be required to attend.  The CONSULTANT shall provide exhibits for MoDOT public 

meeting as requested. 

 

(I) The CONSULTANT shall provide a land survey plat at the end of the project that shows 

the boundary survey for the right of way acquired by MoDOT and that is compliant with 

the current standards for property boundary surveys to be recorded.  The COMMISSION 
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will complete all legal/deed descriptions as defined in Section 236.4.6 of MoDOT’s 

Engineering Policy Guide. 

IX Preliminary Bridge Design 

(A) Perform the geometric analysis at the proposed bridge site necessary to develop type, size 

and location drawings consisting of a general plan and elevation plan of the structures, 

typical roadway sections and roadway profiles.  This includes preparation of the Bridge 

Memorandum & Layout (including the itemized preliminary bridge estimate). 

 

(B) The structure and/or box culvert type and size (if applicable) shall be based on roadway 

alignments, geometric analysis, hydraulic analysis, spill slope requirements, roadway grades 

and/or clear zone requirements. 

 

(C) The superstructure type shall be dependent upon site constraints and a detailed cost 

analysis comparison. 

 

(D) All requirements of the Federal Emergency Management Agency’s National Flood Insurance 

Program shall be met. 

 

(E) Discharges will be estimated using USGS Regression Equations and available stream 

gauge data. 

 

(F) HEC-RAS shall be used to model of the natural, existing and proposed conditions. 

 

(G) Scour calculations shall be performed in accordance with FHWA Hydraulic Engineering 

Circular No. 18. 

 

(H) The results of the hydrologic, hydraulic and scour analysis shall be documented in the Bridge 

Hydraulic and Scour Report. 

 

(I) All requirements outlined in the MoDOT Engineering Policy Guide (EPG) shall be met.  The 

CONSULTANT shall follow MoDOT’s “practical design” philosophy and submit any design 

exceptions as necessary. 

 

(J) Develop final detailed design criteria in the form of Bridge Memorandum and Bridge Design 

Layout documents. 

 

(K) Surveys as needed to stake bridge soundings. 

X Section 404 Corps of Engineers Permit 

 The CONSULTANT shall provide the following information necessary to allow MoDOT staff 

to apply for any required Section 404 Corps of Engineer Permits.  If the permit is required due to 

bridge construction, the application data shall be submitted no later than with the T.S.&L. drawings.  

All information should be provided to the MoDOT Project Manager who will forward the information 

to Central Office Design. 



Page 9 of 27 
 

(A) Provide the amount and type of excavation and material that will be used in streams, lakes, 

and wetlands below the Corps of Engineers’ ordinary high water line (OHL) elevations. 

(B) Provide location and quantities of permanent berms and spill fills below OHL. 

a. Earth fill, rock blanket (square feet and cubic yards) 

b. Rock blanket along right descending bank and left descending bank (linear feet) 

c. Rock ditch (square feet) 

(C) Provide location, excavation and size of pier below OHL. 

a. Excavation (cubic yards) 

b. Pier (square feet) 

(D) Provide channel realignment data. 

a. Existing channel length of section to be modified (feet) 

b. Average channel width of section to be modified (feet) 

c. Realigned section, length and width (feet) 

(E) Provide temporary fill amounts in wetlands or below OHL in streams. 

a. Earth fill (square feet and cubic yards) 

b. Class C (square feet and cubic yards) 

(F) Provide information about temporary fills and shoring. 

a. Location of temporary fills and shoring 

b. Source of material 

c. Final disposition of removed materials 

(G) Provide information about temporary culverts. 

a. Number of culverts 

b. Size (inches) 

c. Length (feet) 

(H) Provide information on channel cleanout – excavation below OHL. 

a. Cleanout upstream and downstream of structure (linear feet) 

b. Total quantity of material to be removed below OHL (square feet and cubic yards) 

(I) Provide 8 ½-inch by 11-inch copies of any plan or profile sheets required for the permit 

application. 

(J) Provide bridge elevation and plan views with OHL indicated. 

XI Right of Way Design  

(A) The CONSULTANT shall prepare right of way plans, which may be separate drawings from 

those used for design and construction details.  The right of way plans shall show alignment, 

geometric design, removal of improvements, drainage facilities, property lines and ownership, 

sub-division lot lines, other land survey information, street lines and existing right of way and 

easements.  The CONSULTANT should also include any plan details, which will require 

additional right of way or permanent, temporary or utility easements during the construction 

phase of the project such as bypasses, temporary erosion control, etc.  Right of way plans 

include title sheet, typical sections, profile sheets, and cross sections of the roadway, 

entrances and side roads.  Areas of new right of way, permanent easements and/or temporary 

easements required from each individual property owner may be shown in tabular form on the 

respective sheets. 

 

a. The CONSULTANT shall finalize any previous review of the roadway cross sections 

sufficiently to determine the feasibility of constructing retaining walls versus obtaining 
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additional right of way.  This final review shall consist of construction estimates 

versus right of way estimates. 

b. Upon completion of the estimates by COMMISSION and CONSULTANT, the 

CONSULTANT shall recommend to the COMMISSION a choice at the various 

locations which warrant consideration of the alternate retaining wall versus right of 

way solutions.  The COMMISSION shall make the final determination of purchasing 

right of way, or constructing retaining walls. 

 

(B) Right of way plans shall be submitted to the COMMISSION for review and approval.  The right 

of way plans shall be at the same scale as the construction plans.  The right of way plans shall 

include any design details that will control the width of right of way and necessary easements. 

 

a. New right of way lines and all easements shall be dimensioned by station and offset 

distance from the centerline, or cross road centerlines, if necessary.  Bearings and 

distances on the right of way lines may be required. 

b. The following minimum design features shall be included on the right of way plans: 

i. Title sheet with appropriate project limits, access note and traffic data 

completed. 

ii. Typical Sections 

iii. Cross sections at 100’ intervals, including additional sections at each 

entrance with new and existing entrance grades. 

iv. Construction limits (slope lines); drainage facilities; entrances and their 

reference location, width and type along with their existing and future grade 

percentage; property owners, with areas of new right of way, easements and 

remaining property; centerline bearing, ties to legal land corners from 

centerline stations with notation for corner witness by a registered land 

surveyor; existing utility locations and easements, including replacement 

utility easements; horizontal curvature information; and proper right of way 

symbolization for new right of way (access control) and easements, including 

areas which may be required to accommodate temporary erosion control.  

v. Township, Range, Section and/or U.S. Survey information broken down t ¼ 

¼ section line level on each plan sheet near the title block or appropriate 

survey/section line. 

 

(C) The CONSULTANT shall provide an updated construction estimate for the Right of Way 

design stage. 

 

(D) The COMMISSION shall review, approve and certify the right of way plans as completed by 

the CONSULTANT.  The CONSULTANT shall provide one (1) electronic set of fully signed 

and sealed right of way plans, for the COMMISSION’S use. 

 

(E) The COMMISSION shall provide title insurance information for all parcels with new right of 

way acquisition and the last deed of record for any parcel with easements. 

 

(F) The COMMISSION will prepare right of way appraisals and secure the necessary right of way 

by negotiation or condemnation, if necessary, for construction of this project. 

 

(G) The CONSULTANT shall be responsible for staking and re-staking tentative right of way on 
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individual properties, as required by MoDOT staff, during right of way negotiation and 

acquisition phase of the project.  The CONSULTANT shall also set permanent monuments as 

shown on the recordable land survey. 

 

(H) The CONSULTANT shall be responsible for making all revisions to the right of way and 

construction plans due to negotiations with the property owners in an effort to acquire right of 

way. 

 

(I) The COMMISSION shall write legal/deed descriptions for all right of way acquisitions on 

MoDOT’s approved Exhibit A form and submit to CONSULTANT for signature and seal. 

 

(J) The CONSULTANT will provide the COMMISSION with information for proper environmental 

and cultural clearance including submittal of the Right of Way stage RES.  Items that may 

need to be addressed include historical buildings, archaeological sites, historic bridges, 

conversion of farmland, endangered species, wetlands, parklands and historical sites, 401 

permit and floodplain development permit. 

XII Final Roadway Design 

(A) The CONSULTANT shall coordinate with the COMMISSION any utility company activities 

for adjustments required to be included in the final design plans. 

 

(B) The COMMISSION will secure execution of municipal agreements with the cities and/or 

county agreements.  A copy of the executed agreements will be furnished to the 

CONSULTANT for his information.  The CONSULTANT shall conform to all design 

provisions of these agreements. 

 

(C) A final design field check shall be held with CONSULTANT and COMMISSION 

representatives prior to completing final design plan quantities.  The CONSULTANT shall 

make any necessary revisions to the final plans as determined by this design field check. 

 

(D) The CONSULTANT shall prepare detailed temporary erosion control plans for review and 

approval before inclusion in the final design plans. 

 

(E) The CONSULTANT shall prepare computations for all design plan quantities.  All plan 

quantities shall be shown on the Quantity Sheets, by construction stage, if applicable.  The 

format for these sheets shall be furnished by the COMMISSION.  Specialty items may have 

separate sheets for quantity tabulations. 

 

(F) The CONSULTANT shall prepare for review and approval by the COMMISSION all General 

Job Special Provisions, which are to supersede the Missouri Standard Specification for 

Highway Construction.  A brief reason for the deviation from the standard plans and 

specifications should also be provided.  The CONSULTANT shall prepare only Job Special 

Provisions related to design elements shown in the plans. 

 

(G) The following list shall be considered the minimum requirements for a complete set of Final 

Design Plans. 
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a. Title Sheet 

b. Typical Sections 

c. Quantity Sheets 

d. Plan Sheets at 1”=50’ horizontal (or different scale as determined by MoDOT Project 

Manager for clarity).  Plan sheets shall include all necessary adjustments to signing 

and proposed pavement marking. 

e. Profile Sheets at 1”=50’ horizontal and 1”=10’ vertical 

f. Culvert Sections at 1”=10’, if needed 

g. Special Sheets for geometrics, referenced points, grading plan, traffic control plan, 

temporary erosion control plan and any other sheets for special design features. 

h. Earthwork Quantities, Cross Sections at 100’ intervals, 1”=10’ (1:100), horizontal and 

vertical, including entrance sections with existing and proposed grades 

i. Tabulation of Quantity Sheets 

j. Job Special Provisions in electronic format readable in COMMISSION’S current word 

processor 

k. File with the bid items and quantities as generated by COMMISSION’S Estimate 

Program 

l. Construction Workday Study 

m. Transportation Management Plan 

n. Final Plans Checklist Form D-12 

 

(H) Additional plans and information may be required to complete the Final Design Plans.  With 

the submittal of the Final Design the CONSULTANT shall also provide the COMMISSION a 

statement that an internal quality control check has been conducted and to the best of the 

CONSULTANT’S knowledge the final design plans are free of gross errors, misleading or 

confusing typos, and includes adequate information to construct the project. 

 

(I) The CONSULTANT shall prepare all plans through the use of a Computer Aided Drafting 

(CAD) program.  The CONSULTANT shall conform to MoDOT’s Specifications for Computer 

Deliverable Contract Plans as referenced in the MoDOT EPG.  The CONSULTANT shall 

use Microstation and Geopak SS4. 

 

(J) The CONSULTANT shall furnish the COMMISSION the following completed sheets and 

documents, as applicable, for each separate construction project included in this contract, 

as follows: 

 

a. Final Plans showing profile grades, geometric data, alignment data, etc. 

b. One (1) electronic copy of the location sketch for Commission Approval submitted in 

electronic format. 

c. Draft copy of the job special provisions related to design elements for review.  After 

corrections, the job special provisions shall be furnished in electronic format utilizing 

the COMMISSION’S latest word processing program. 

d. One (1) legible electronic copy of engineering calculations and analysis. 

e. One (1) electronic copy of a complete summary of quantities and estimate of 

construction costs.  The estimate shall be prepared using the latest version of 

MoDOT’s ESTIMATE program. 

f. One (1) electronic copy of a workday study showing the estimated number of 



Page 13 of 27 
 

workdays required to construct each project. 

g. The CONSULTANT shall provide a 3D model of the project exported from Geopak 

SS4 software for the COMMISSION’S use. 

XIII Final Bridge Design 

Furnish to the COMMISSION fully checked design plans, job special provisions, design 

computations, quantity computations, final cost estimate, and a construction work day study for the 

structure(s).  The CONSULTANT is expected to make the COMMISSION aware of more economical 

design alternatives that may become apparent during the preparation of the final design. 

(A) The plans shall be complete and shall cover all parts of the structure they represent.  The 

degree of detail shall be comparable to that furnished on typical plans prepared by the 

COMMISSION.  High resolution final signed and sealed plans, will be submitted in Adobe 

Acrobat Reader format version 7 or higher.  Final signed and sealed plans shall be in pdf full 

size (34” x 22”) format.  These deliverables shall use the file naming convention and be in 

accordance with the “Specifications of Computer Deliverable Contract Plans” requirement 

outlined in the Commission’s Engineering Policy Guide, Section 237.13.3.  The electronic 

plans in Microstation format cannot be signed and sealed.  The electronic submittals shall 

be made in a method suitable to MoDOT. 

 

(B) All construction changes made to the plans during construction of the project shall also be 

submitted electronically in Adobe Acrobat and Microstation format. 

 

(C) The job special provisions shall be complete and describe all design features, construction 

procedures, or material requirements in the plans that are deviations from the latest edition 

of the Missouri Standard Plans for Highway Construction.  Typical job special provisions that 

have been developed by MoDOT for previous jobs are posted on MoDOT’s website and are 

available for use and modification as needed.  The job special provisions shall include a 

table of contents sheet that is signed and sealed by a professional engineer registered in 

Missouri.  The signed and sealed job special provisions shall also be submitted in Adobe 

Acrobat Reader format, version 7 or higher.  Job Special Provisions shall also be submitted 

in Microstation Word format.  The submittal letter shall explain the need for each provision. 

 

(D) The design computations and plans shall be acceptable to, and will become the property of 

the Commission.  The CONSULTANT shall submit design computations in Adobe Acrobat 

Reader version 7.0 format or greater. The files shall be transferred in a manner acceptable 

to MoDOT.  The design computations shall contain an index file, with electronic links to the 

files contained within.  Submittals shall include a set of design computations for each bridge.  

The design computations shall not be combined with the Microstation or the Adobe Acrobat 

Reader submittals. 

 

(E) The final estimate submitted by the CONSULTANT shall include backup material that 

supports the estimates made for non-standard or lump sum pay items. 

 

(F) The CONSULTANT shall submit the hours and cost summarizing the design effort for each 

bridge.  The summary shall include separate amounts for: Number of Hours for Bridge 

Preliminary Design, Cost of Bridge Preliminary Design, Number of Hours for Bridge Final 
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Design, Cost of Bridge Final Design.  Generally, the above amounts should include all hours 

and costs invoiced that are attributable to bridge design and plans preparation up to the point 

of turning in the signed and sealed plans.  It should not include hours attributable to preparing 

the bridge survey, final construction cost estimate, or workday study. 

XIV Construction Support 

(A) The CONSULTANT shall be available to the COMMISSION to discuss and interpret plans 

and specifications during the bidding and construction phase of the project as determined 

necessary by the Engineer. 

 

(B) The CONSULTANT may be required to attend a pre-construction meeting, and a post 

construction meeting. 

 

(C) If issues arise during construction, there will be a direct line of communication established 

between the MoDOT Construction Office and the CONSULTANT.  The CONSULTANT will 

immediately inform the MoDOT Design Division or MoDOT Bridge Division of any 

recommendations or clarifications made to the Construction Office. 

XV Deliverables 

The CONSULTANT will furnish the following completed drawings and documents to MoDOT.  

Electronic deliverables in in pdf format and/or dgn files will be provided. 

 

• Electronic topographic drawings in Microstation .dgn format 
 

• Electronic DTM files created and supplemental surveys 
 

• Electronic field survey data drawings in Microstation .dgn format 
 

• Electronic copy of the Draft Conceptual Alternatives Report 
 

• Electronic copy of the Final  Alternatives Report 
 

• Electronic copy of a Design Criteria Table 
 

• Electronic copy of the conceptual opinion of probable construction cost for recommended 
alternative 
 

• Up to ten (10) special maps/exhibits created for use during stakeholder meetings or for 
other use by MoDOT 
 

• One (1) full-size hard copy of the current alternatives for each Core Team Meeting 
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• Two (2) full-size hard copies of the alternatives and preferred alternative, mounted on foam 
core for MoDOT’s use during the Public Information Meeting   
 

• One (1) copy of the project schedule (likely in Microsoft Project Format) and as pdf 
 

• Electronic copy of the project progress report each month in which there is activity on the 
project.  An updated project schedule and budget summary will be included in the report. 
 

XVI Environmental Services  

Noise Study 
 
Based on the project understanding, it is anticipated that the following deliverables or tasks will 
not be part of this scope of services. The project will follow procedures outlined in 23 CFR Part 
772 and the COMMISSION’s Engineering Policy Guide (EPG) 127.13 Noise. 

 
Task 1 – Project Management 
 
The CONSULTANT will coordinate with MoDOT as needed throughout the duration of the 
project.  It is assumed that face to face meetings will be limited to no more than one (1).   Day 
to day project coordination with the COMMISSION will be conducted by phone or email. 
 
Task 2 – Traffic Noise Monitoring 
 
Traffic noise monitoring will be conducted at locations coordinated with MoDOT for 
purposes of validating the traffic noise model.  Short-term noise monitoring will be conducted for 
up to 30 minutes in each location during a time during or near peak traffic conditions.   If time 
allows, each site will be monitored for two sessions. 
 
Traffic volumes will be counted during the monitoring period along with recording weather data. 
Additionally, any observations regarding the noise environment will be documented, such as 
other noise sources.  The monitoring results will be provided in the technical memorandum. 
 
Task 3 – Traffic Noise Analysis, Noise Abatement Analysis, and Noise Contours 
 
The FHWA approved Traffic Noise Model (TNM) version 2.5 will be used to evaluate traffic 
noise for the identified sensitive receptors in the project corridor.



Draft 

Page 16 of 27 
 

The build alternative (design year) and the existing year (base year/current geometry) will be 
modeled.  Noise levels during peak hourly traffic volumes will be determined using TNM.  
Traffic noise impacts will be identified based on the build scenario results and the change in 
traffic noise levels between the existing and build scenario. 
 
Traffic noise abatement will be evaluated for the receptor locations where a traffic noise impact 
has been identified.  For the purposes of the abatement evaluation, traffic noise walls will be 
analyzed   and   evaluated   against   MoDOT’s   noise   policy   criteria   for   feasibility and 
reasonableness. 
 
Noise levels on undeveloped land not permitted for development will be determined to share 
with the local officials as required by the FHWA noise regulations (23 CFR 772).  An exhibit 
will be developed showing contoured noise levels on these lands for forwarding to the 
appropriate local agency with permitting authority.  It is anticipated that MoDOT will coordinate 
this effort with the local officials.  Noise abatement will not be evaluated for these locations. 

 
Task 4 – Technical 
Memorandum 
 
A noise technical memorandum will be prepared to summarize the project areas characteristics, 
methodologies,  receptor  characteristics,  noise  monitoring  results,  the  traffic  noise  impact 
analysis, the noise abatement evaluation, if applicable, and noise contours on undeveloped 
adjacent lands.  For purposes of coordination, one draft memorandum will be provided to the 
COMMISSION.  Once   the   comments   are   received   from the COMMISSION, a final 
memorandum will be issued. 
 
DELIVERABLES to the COMMISSION 
 
The CONSULTANT shall prepare all noise analysis computations through TNM 
software.  The CONSULTANT shall conform to the MoDOT EPG 127.13 Noise and 23 
CFR Part 772. The CONSULTANT shall furnish the COMMISSION the following: 

• Noise Study Technical Memorandum (one draft and one final) 
 
STANDARDS 
 
The  CONSULTANT  shall  use  the  latest  version  of  the  following  publications  as 
applicable to determine the noise analysis and procedures which will be followed for the 
development of this project: 

 
• MoDOT “Engineering Policy Guide (EPG)” 

• Code of Federal Regulations (CFR) Title 23, Chapter I, Subchapter H, Part 772 

 
SERVICES PROVIDED BY THE COMMISSION 
 
  The following data and information will be required for the traffic noise analysis.  In 
addition, the following specific items will be furnished or performed by the 
COMMISSION: 
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• Peak-hour traffic volumes broken down by direction, ramps, and cross-streets (existing 
and build) 

• Posted speed limits (existing and build) 

• Traffic composition, including automobiles, medium trucks and heavy trucks (existing 
and build) 

• Landowner access letter from the COMMISSION to provide access to private property 
for purposes of noise monitoring 

 

Consultant CE/CE2/EA Re-evaluation Historic Preservation Studies 

Deliverables 

• Report on results of survey for SHPO/consulting parties 

o Research Design 

o New and Updated Site Forms 

o Recovered artifacts, archaeological field notes and lab forms, either originals or copies, 
shall be submitted to MoDOT HP upon acceptance of the final report 

• Effects assessment for SHPO/consulting parties 

• Adequate mapping for consultation purposes (APE, Project Study Area, Historic Properties, 
Effects)—presented in a logical and reasonable manner 

• Complete descriptions of historic properties for Council notification/invitation (suitable for 
cut/paste) 

Consultation Milestones (NEPA/Section 106): 

• Purpose and Need (APE and Survey Methods) 

• Public meeting (if there is one at this point consult public about project effects, potential 
mitigation measures) 

• Results of the Survey (Effect assessments on architecture, results of the archaeological survey, 
development of mitigation measures, if necessary) 

• Draft Agreement Document, if necessary; consult with public about mitigation measures 

• Draft Section 4(f) Evaluation if necessary 

• CE/CE2 Approval (Executed Agreement Document) [also Final Section 4(f) Evaluation if 
necessary] 
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Tasks 

The results of the built environment (e.g., buildings, bridges, etc.) and archaeological investigations can 

be presented in single or separate reports.  It is recommended that the cultural resources consultant meet 

with the MoDOT Historic Preservation (HP) staff at the outset of the study to set expectations and discuss 

issues (e.g., project schedule, notification of potential Section 4(f) issues, current version of built 

environment methods, consultation and who is responsible for conducting it, etc.).  If an agreement 

document is required (e.g., Memorandum of Agreement or Programmatic Agreement), the consultant 

shall develop one document to address all adversely affected historic properties.   

1) Consult with MoDOT HP to establish the area of potential effects (APE) for the archaeological and 
architectural surveys.  MoDOT HP approval on the APE must be provided before any of the following 
steps are initiated. 

2) Develop a concise historic context early during the project to guide the investigations to identify and 
evaluate historic properties, or explain their absence, in the study area.  The context shall: 

a) Synthesize information from all related disciplines, including history, architectural history, 
bridge history, and archaeology.  

b) Include a review of archival sources and a summary of existing archaeological, architectural, 
and bridge records. 

c) Identify types and likelihood of cultural resources. 

3) Pre-Survey Work 

a) Submit a written Research Design to MoDOT HP, which will need to be approved before 
fieldwork is started 

b) Verify that MoDOT HP has drafted a Tribal Notification and that Federal Highway 
Administration has submitted to interested Tribes. 

c) Work with SHPO to contact identified consulting parties.   

d) Develop a draft consultation plan. Consultation will continue throughout the project and will 
be driven by the type/number of historic properties and potential effects upon them. 

4) The architectural survey will follow the MoDOT Built Environment Resources Methods and will 
identify and document all architectural resources (i.e., buildings, structures, objects, sites, and 
districts/landscapes) that are forty or more years of age located within the APE. 

a) Review and summarize the existing architectural records for the study area. 

b) Record the location of cemeteries identified during the architectural investigations. 

c) Develop Evaluations of Eligibility (EOEs) for all architectural resources forty or more years of 
age recommended as eligible for the National Register of Historic Places (NRHP) within the 
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APE of each reasonable alternative for the Draft Environmental Document.  The 
characteristics that make the property eligible should be identified to help make effect 
determinations.  An EOE will be based on the evaluation of a resource's significance by the 
cultural resource consultant and MoDOT staff. The EOE shall include: 

i) NRHP criteria 

ii) Area(s) of significance 

iii) Period(s) of significance 

iv) Recommended NRHP boundary 

v) Contributing and non-contributing resources within the boundary 

vi) An evaluation of all elements within the setting 

d) Determine the effect of the project (as defined by 36 CFR 800.5), if any, on the NRHP eligible 
property or properties, and the nature of the effect. 

5) The historic bridge survey will follow the MoDOT Built Environment Resources Methods and will 
identify and document all bridge resources (i.e., highway, railroad and pedestrian bridges, viaducts 
and culverts, excluding metal, plastic and reinforced concrete pipes) located within the APE 

a) Contact MoDOT’s Architectural Historian at the beginning of the investigation as a large 
amount of data on bridge recourses is already available, including potential NRHP eligibility. 
A shape file of the project area should be provided to MoDOT so that all bridges within the 
study area can be identified. Work with MoDOT HP staff to determine if the Interstate 
Exemption, Program Comment for Post-1945 Concrete and Steel Bridges or if statewide or 
thematic Programmatic Agreements apply to bridges in the APE. 

b) Work with MoDOT staff to develop EOEs for all bridge resources within the APE. 

c) Determine the effect of the project (as defined by 36 CFR 800.5), if any, on the NRHP eligible 
bridge resources. 

6) The consultant will complete the archaeological investigation within the APE to identify prehistoric 
and historic sites.  For archaeology, this current scope of services covers only consultant services 
through the Phase I survey and the subsequent Phase I survey report.   

a) Record location of cemeteries identified during the archaeological investigations. 

b) Prepare and submit new and updated site forms to MoDOT HP 

c) Consult with MoDOT’s Archaeologist following the completion of the survey on preliminary 
NRHP evaluations for each identified archaeological site. 

d) For sites determined eligible for the NRHP, either previously or as a result of the current 
Phase I survey, establish the effect of the project (as defined by 36 CFR 800.5), if any, and 
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the nature of the effect. 

e) Draft a proposed Phase II testing plan (i.e., why the site may be NRHP eligible and the 
methods to test it) for those sites in the APE that are determined to be potentially NRHP 
eligible. 

7) The results of the built environment (e.g., buildings, bridges, etc.) and archaeological investigations 
including effects on resources eligible for listing on the NRHP, can be presented in single or separate 
reports.  An example of a MoDOT survey report is available. Anticipate two rounds of revisions to 
the report(s).  MoDOT will forward an acceptable Phase I report to the Missouri State Historic 
Preservation Officer (SHPO) for their concurrence with the recommendations.  If MoDOT and the 
consultant cannot agree upon NRHP eligibility recommendations and/or project effects on historic 
properties, the report will be submitted with the consultant's recommendations, while MoDOT will 
present its own recommendations in a cover letter 

8) Artifacts (prepared for curation), field notes and photographs, and digital data (e.g., databases, GIS 
shapefiles) shall be provided to MoDOT HP once SHPO concurs with the findings of the 
investigations 

9) Agreement Document 

a) If an agreement document is required (e.g., Memorandum of Agreement or Programmatic 
Agreement), one document will be drafted to address all adversely affected historic 
properties.   

b) Consult with MoDOT HP and SHPO to identify additional consulting parties.  Consultation 
will continue throughout the project and will be driven by the type/number of historic 
properties and potential effects upon them.   

c) Develop a draft consultation plan. 

d) Coordinate with MoDOT HP staff to setup a meeting with the SHPO and consulting parties to 
establish mitigation measures for adversely affected historic properties. 

e) Prepare a draft MOA/PA covering those historic properties affected by the project. 

f) A final MOA/PA covering those historic properties affected by the preferred alternative is 
required for the CE/CE2   

10) Section 4(f) Evaluation 

a) Prepare a Bridge Programmatic Section 4(f) Evaluation if bridges are the only Section 4(f) 
resources. 

b) If other Section 4(f) resources are present prepare a Section 4(f) Evaluation, with an 
executed MOA/PA, covering those resources.  An individual Section 4(f) evaluation must 
address all Section 4(f) resources, including parks, recreation areas and wildlife or waterfowl 
refuges, and de minimis uses. 
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X Preliminary Roadway Design 
 

(A) The Consultant’s attention is directed to Section 200 of the EPG for general 
guidelines and requirements for preliminary design.  Other sections may be 
applicable for preliminary design preparation. 

 
(B) Upon approval of the design criteria memorandum by the Commission, the 

Consultant shall undertake the following to develop the preliminary design phase: 
    
  (1) Perform design to develop a preliminary design with the plan portion  
   showing existing topography and contours and the profile to show grades. 
   The base drawings for the preliminary plans shall be used later   
   as full-scale base drawings for final design plans. 
 

(2) The preliminary plans shall be prepared in accordance with the applicable 
sections of the MoDOT EPG, as to what shall be shown  thereon, 
including proposed design features. 

 
   (a) The plan view English scale shall be 1"=100' horizontal (or 1”=50’  
    if deemed necessary by MoDOT Project Manager for clarity) and  
    extend at least 500 feet beyond the project limits. 
 

(b) The profile view English scale shall be 1"=100' horizontal (or 1”=50’ 
if deemed necessary by MoDOT Project Manager for clarity) and 
1"=5' vertical. 

 
  (3) The Consultant may have to review preliminary cross sections to   
   sufficiently assess the need for right-of-way or easements and develop a  
   cost analysis for using retaining walls. 
 
  (4) The Consultant shall prepare the preliminary construction estimate.   
 
  (5) The preliminary plans shall include approximate existing right-of-way  
   limits for the purposes of showing construction limits, property lines and  
   ownerships, section lines, township and ranges, any U.S. Surveys, city  
   limits, and a general outline of the construction staging, critical design  
   items, and other items as outlined in the EPG. 
 
  (6) Forecasted traffic data shall be shown on the title sheet.  Turning   
   movement volumes, if applicable, shall be shown using a line sketch.   
   The Commission shall furnish the Consultant traffic information for the  
   construction and design years to be used for the preliminary and final  
   design. 
 
  (7) Typical sections shall indicate heavy, medium or light duty pavement for  
   new roadways, along with descriptions of the existing roadway types  
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   remaining in place. 
 
  (8) The draft preliminary plans and estimate shall be submitted to the   
   Commission for review and approval. 
 

(C) A preliminary field check will be arranged with the Commission to discuss design 
features in the project area. 

 
(D) The preliminary plans shall be submitted to the Commission for review and 

approval. 
 

(E) A public meeting may be held after approval of the preliminary plans.  If necessary, 
the Commission will advertise for the public meeting and will set a date, time, and 
place.  The Consultant’s representative will be required to brief the Commission’s 
personnel before the meeting, and to participate in the meeting.  The Consultant 
shall provide exhibits and handouts as requested by the Commission.  The 
Consultant will record and prepare the meeting summary and transcript (if 
applicable). 

  
(F) Right-of-way acquisition, including permanent and temporary easements, may be 

necessary for this project. 
 

(G)  If necessary, the Consultant shall prepare a Soil Survey/Preliminary Geotechnical 
Report in accordance to MoDOT’s EPG. 

 
(H) The Consultant shall prepare Bridge Survey Reports, Grade Separation Reports, 

and/or Retaining Wall Reports, in accordance with Section 747 of the EPG, for 
review and approval by the Commission. 

 

XI  Right-of-Way Design  
  
 
 (A) The Consultant shall prepare right-of-way plans, which may be separate drawings 
from those used for design and construction details.  The right-of-way plans shall show alignment, 
geometric design, removal of improvements, drainage facilities, property lines and ownership, 
other land survey information, street lines and existing right-of-way and easements.  The 
Consultant should also include any plan details, which will require additional right-of-way or 
easements during the construction phase of the project such as bypasses, temporary erosion 
control, etc.  Right-of-way plans include title sheet, typical sections, profile sheets, and cross 
sections of the roadway, entrances, and side roads.  Areas of new right-of-way, permanent 
easements and/or temporary easements required from each individual property owner may be 
shown in tabular form on the respective sheets. 
 
  (1) The Consultant shall finalize any previous review of the roadway cross  
   sections sufficiently to determine the feasibility of constructing retaining  
   walls versus obtaining additional right-of-way.  This final review shall  
   consist of construction estimates versus right-of-way estimates. 
   
  (2) Upon completion of the estimates by the Commission and Consultant, the 
   Consultant shall recommend to the Commission a choice at the various  
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   locations which warrant consideration of the alternate retaining wall  
   versus right-of-way solutions. The Commission shall make the final  
   determination of purchasing right-of-way, or constructing retaining walls. 
 

(B) Right-of-way plans shall be submitted to the Commission for review and approval.  
The right-of-way plans shall be at the same scale as the construction plans.  The 
right-of-way plans shall include any design details that will control the width of right-
of-way and necessary easements. 

 
  (1) New right-of-way lines and all easements shall be dimensioned from the  
   centerline, or cross road centerlines, if necessary.  Bearings and   
   distances on the right-of-way lines may be required. 
 
  (2) The following minimum design features shall be included on the right-of- 
   way plans: 
 
   (a) Title sheet with the appropriate project limits, access note and traffic 
    data completed. 
 
   (b) Typical sections 
 
   (c) Cross sections at 50' intervals, 1”=10’ (horizontal and vertical),  
    including additional sections at each entrance with new and existing 
    entrance grades. 
 

(d) Construction limits (slope lines); drainage facilities; entrances and 
their reference location, width and type; property owners, with areas 
of new right-of-way, easements and remaining property; centerline 
bearing, ties to legal land corners from centerline stations with 
notation for corner witness by a registered land surveyor; existing 
utility locations and easements, including replacement utility 
easements; horizontal curvature information; and proper right-of-
way symbolization for new right-of-way (access control) and 
easements, including areas which may be required to 
accommodate temporary erosion control. 

 
(e) Township, Range, Section and/or U.S. Survey information on each 

plan sheet near the title block or appropriate survey/section line. 
  

(C) The Commission shall arrange for a design field check to review right-of-way plans 
with the Consultant and right-of-way personnel prior to completion of the right-of-
way plans.  The Consultant shall make any necessary revisions to the right-of-way 
plans as determined by this design field check. 

 
(D) The Commission shall review, approve, and certify the right-of-way plans as 

completed by the Consultant.  The Consultant shall provide one (1) electronic set 
of fully signed and sealed right-of-way plans, for the Commission’s further use. 

 
(E) The Commission will provide title insurance information, prepare right-of-way 

appraisals and secure the necessary right-of-way by negotiation or condemnation, 
if necessary, for construction of this project. 
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(F) The Consultant shall be responsible for making all revisions to the right-of-way and 

construction plans due to negotiations with the property owners in an effort to 
acquire the right-of-way. 

 
 
XII Final Roadway Design 
 

(A) The Consultant shall prepare storm water drainage and hydraulic studies and 
detailed drainage plans, including both pavement and crossroad drainage, for 
review and approval by the Commission before inclusion in the final design plans. 

 
(B) Upon request, the Consultant shall furnish design plans, which show drainage 

facilities, signing, cross sections and roadway design features, for the 
Commission’s handling and coordination with the utility companies' existing 
facilities, and proposed plans of adjustments.  The Consultant shall revise plans to 
adhere to all utility company standards and requirements, and make necessary 
utility plan revisions as become necessary during final plan design and approvals.  
The Commission shall coordinate utility company activities for any adjustments 
required to be included in the final design plans. 

 
(C) The Commission will secure execution of any municipal agreements with the city.  

A copy of the executed agreements will be furnished to the Consultant for his 
information.  The Consultant shall conform to all design provisions of these 
agreements. 

  
(D) The design plans shall include a detailed traffic control plan with an outline for 

construction staging conforming to the requirements of the MUTCD and the 
MoDOT EPG and as may be supplemented by samples provided by the 
Commission.  The traffic control plan requires submittal to the Commission for 
review and approval prior to inclusion in the final design plans. 

 
(E) A final design field check and/or meeting shall be held with Consultant and 

Commission representatives prior to completing final design plan quantities.  The 
Consultant shall make any necessary revisions to the final plans as determined by 
this design field check. 

 
(F) The Consultant shall prepare detailed temporary erosion control plans for review 

and approval before inclusion in the final design plans. 
 

(G) The Consultant shall prepare computations for all design plan quantities.  All plan 
quantities shall be shown on the Quantities Sheets, by construction stage, if 
applicable.  The format for these sheets shall be furnished by the Commission.  
Specialty items may have separate sheets for quantity tabulations.  

 
(H) The Consultant shall prepare for review and approval by the Commission all 

necessary Job Special Provisions, which are to supersede the Missouri Standard 
Specifications for Highway Construction.  A brief reason for the deviation from the 
standard plans and specifications should also be provided. 

 
(I) The Consultant shall be responsible for all incidental surveying and staking that is 



Draft 

Page 25 of 27 
 

required to gather data or provide control for the detailed design of the project.  
This shall include, but not be limited to staking for geotechnical investigations. 

 
XIII Plans, Specifications, and Estimate (PS&E)  
 

(A) The plans, specifications, and estimate shall be prepared in accordance with 
Section 237 of the EPG.  The following list shall be considered as the minimum 
requirements for a complete set of Final Design Plans. 

 
  (1) Title Sheet 
 
  (2) Typical Sections 
 
  (3) Quantities Sheets 
 
  (4) Plan-Profile Sheets at 1”=100’ or 1”=50’ horizontal and 1”=10’ or 1”=5’  
   vertical 
 
  (5) Reference Points & Coordinate Points Sheet 
 
  (6) Special Sheets (geometrics, staging, design details, etc.) 
 
  (7) Traffic Control Sheets 
 
  (8) Erosion Control Sheets 
 
  (9) Lighting Sheets (including lighting quantity sheets) 
 
  (10) Signals Sheets 
 
  (11) Signing Sheets (including signing quantity sheets) 
 
  (12) Pavement Marking Sheets 
 
  (13) Culvert Sections at 1’=10’ horizontal and vertical 
 
  (14) Bridge Plans (complete set for each structure) 
 
  (15) Cross Sections at 1”=10’ horizontal and vertical (including earthwork  
   quantities and entrance sections with existing/proposed grades) 
 
  (16) Job Special Provisions in a format readable in Microsoft Word, and  
   electronic file with the bid items and quantities as generated by   
   Commission’s Bid Tabs Professional 
 
  (17) Construction working days study 
 

(B) Additional plans and information may be required to complete the Final Design 
Plans.  With the submittal of the Final Design the Consultant shall also provide the 
Commission a statement that an internal quality control check has been conducted 
and to the best of the Consultant’s knowledge the final design plans are free of 
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gross errors, misleading or confusing typos, and includes adequate information to 
construct the project. 

 
 
XIV Bidding and Construction Support 
 

(A) After the Final Design Phase of the project is completed the Consultant shall be 
available to the Commission to discuss and interpret the plans and specifications 
during the bidding and construction phase of the project as determined necessary 
by the Engineer.  During this phase of the project the Consultant may also be 
required to attend the pre-construction meeting and post construction meeting.  If 
a partnering meeting is held between the construction contractor and MoDOT 
personnel, the Consultant may be required to attend. 

 
 
XV Drawing and Document Deliverables 
 

(A) The Consultant shall prepare all plans through use of a Computer Aided Drafting 
(CAD) program.  Unless otherwise specified, all plan sheets, CAD plots, and other 
project documents shall be provided to the Commission in electronic format and 
shall conform to MoDOT’s Specifications for Computer Deliverable Contract Plans 
and file naming convention outlined in Section 237 of the EPG. 

 
(B) The Consultant shall furnish the Commission the following completed sheets and 

documents, as applicable, for each separate construction project included in this 
contract, as follows: 

 
 (C) Roadway Deliverables 
 
  (1) Preliminary plans showing profile grades, geometric data, alignment  
   data, etc. 
 
  (2) Bridge Survey Report, Grade Separation Report, and/or Retaining Wall  
   Report for each structure, Forms BR 105R, 105 S1, and 105 S2, as  
   necessary. 
 
  (3) Field check and core team meeting summaries.  
  
  (4) Preliminary roadway plans, culvert and cross sections, and all drainage  
   computations. 
 
  (5) Preliminary highway signing layouts for initial review and comments.  
  
  (6) Plans for utility review, including culvert sections and cross sections.   
   Additional sets will be required for each utility involved. 
 
  (7) Traffic control plan for review and comments.  
 
  (8) Job special provisions for review. 
 
  (9) Fully checked, original drawings of the final design plans. 
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  (10) Engineering calculations and analysis in a PDF document. 
 
  (11) Summary of quantities and estimate of the construction costs.  The  
   estimate shall be prepared using the latest version of Bid Tabs   
   Professional program. 
 
  (12) Working days study showing the estimated number of workdays required  
  to construct each project. 
 



EXHIBIT “IV” 

PERIOD OF SERVICE 

The Consultant shall make submittals in accordance with the schedule described below. 

 

Period of Service J9S3847   

Bridge( Box Culverts) 
A3250 & 

A3251   

Letting 
FY 26(Oct. 

2025)   

PSE 08/1/2025   

100% Review Plans 07/1/2025   

Final RES 07/1/2025    

TSL Bridge Drawings 4/1/2024   

ROW Plans 8/1/2024   

Bridge Memo 2/1/2024   

Public Meeting Exhibits 10/1/2023    

Preliminary Roadway Plans 2/1/2024   

Preliminary RES  2/1/2024   

    

    

 

 

 PERIOD OF SERVICE – The total period of service including construction services is 

expected to be completed by December 1st, 2028. 

 

 


